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Roof 1 - Area 8.3sqm
            - Pitch 35 degrees

Roof 3 - Area 73.7sqm
            - Flat Roof

Roof 4 - Area 77.7sqm
            - Pitch 35 degrees

Roof 6 - Area 79.8sqm
            - Pitch 35 degrees

Roof 2 - Area 8.3sqm
            - Pitch 35 degrees

Roof 7 - Area 81.1sqm
            - Flat Roof

Roof 8 - Area 31.2sqm
            - Pitch 35 degrees/ Flat Roof

Roof 9 - Area 6.1sqm
            - Pitch 12 degrees

Roof 10 - Area 1.7sqm
            - Pitch 12 degreesRoof 11 - Area 10.8sqm

              - Pitch 8 degrees

Roof 12 - Area 17sqm
              - Flat Roof

Roof 13 - Area 69.8sqm
              - 30 degrees

Roof 14 - Area 69.8sqm
              - 30 degrees

Roof 15 - Area 12.3sqm
              - 65 degrees

Roof 5 - Area 13.6sqm
            - Pitch 35 degrees

Back gutter to be
stripped, any rotten
timber replaced and
re-leaded.

Remove moss from tiles
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Vents to be refurbished,
and lead flashing

renewed

Vents subject to opening
up works

Roof plan is indicative only -
subject to measured survey

Reroof with natural slates.
Lead Flashing, lead

gutters, battens and
membranes to be

renewed at same time.
Ridge to be replaced

with leaded ridge.
Aluminium Gutter to be

cleaned and joints
checked with flashing
underneath replaced

!

Re-roof with mineral felt to
match existing. Potential for
new insulation to be assessed
against technical feasibility
and impact on heritage
appearance of listed
building. Lead Flashing, lead
gutters, upstands, battens
and membranes to be
renewed at same time

Reroof with natural slates.
Lead Flashing, lead

gutters, battens and
membranes to be

renewed at same time.
Ridge to be replaced

with leaded ridge.
Asbestos containing tiles

to removed in
accordance with Lucion

Asbestos Remedial
Specification

Re-roof with mineral felt to
match existing. Potential for
new insulation to be assessed
against technical feasibility
and impact on heritage
appearance of listed
building. Lead Flashing, lead
gutters, upstands, battens
and membranes to be
renewed at same time

Vents to be refurbished,
and lead flashing

renewed

Re-roof with mineral felt to match existing.
Potential for new insulation to be assessed

against technical feasibility and impact on
heritage appearance of listed building.

Lead Flashing, lead gutters, upstands,
battens and membranes to be renewed at

same time

Re-roof with mineral felt to
match existing. Potential for
new insulation to be assessed
against technical feasibility
and impact on heritage
appearance of listed
building. Lead Flashing, lead
gutters, upstands, battens
and membranes to be
renewed at same time

Existing fibre cement tiles
to be removed from

tower, and replaced with
natural slates. Hipped tiles

to be replaced with a
leaded hip. Lead

Flashing, lead gutters,
upstands, battens and

membranes to be
renewed at same time

Flat roof Outlets
potentially have
insufficient flow rates.
Subject to receipt of roof
measurements to
determine sump depths

RWP 5

RWP 6

Raise Parapet to a
minimum of 150mm
upstand

Standing Seam Roofs to
Stores

NEW RWP A

Standing Seam Roofs to
Stores

Contractor to check
horizontal parapet outlet is
sufficient as per specialist
recommendations. Replace
uPVC with cast iron 102 x
76mm downpipes and
hopper to match profile of
existing cast iron downpipes.
Painted to match existing.

Replace uPVC with cast iron
102 x 76mm downpipes and

120 x80 mm box gutter to
match profile of existing cast

iron downpipes. Painted to
match existing.

Replace uPVC with cast iron
102 x 76mm downpipes and
100 x 75 mm box gutter to
match profile of existing cast
iron downpipes. Painted to
match existing.

Contractor to check Parapet
Outlet is sufficient and install
30mm sump as per specialist
recommendations

Replace uPVC with cast iron
102 x 76mm downpipes and

100 x 75 mm box gutter to
match profile of existing cast

iron downpipes. Painted to
match existing. New gulley

and connection to
underground drainage.

Renew Mineral felt to
Canopy and all flashings

Canopy
3.5sqm

New Cast Iron 102 x 76mm
downpipes and 100 x 75 mm

box gutter to match profile of
existing cast iron downpipes.

Painted to match existing.

Replace the natural slate with standing seam zinc roof finish. VM
Zinc standing seam on 18mm WBP plywood, on replacement
150mm x 50mm rafters at 400mm centres (in accordance with S.E.
specification) and 100mm Celotex GA4000 between joists (leaving
a 50mm ventilation gap), with 77.5mm PL4065 Celotex insulated
plasterboard to underside of rafters. To achieve a minimum U
Value of 0.15 W/m2K

4. All drawings should be read in conjunction with
Structural Engineer designs, MEPH designs, Fire
Engineer drawings, and any other relevant
information.

5. The drawings indicate the extent of defects
identified in the Quinquennial Inspection and other
specialist reports. Visual inspection of building
undertaken from ground level only, with the
assistance of drone survey photographs from
05.05.2023 - 25.04.2024. The information provided is
based on the available data and access, and is
subject to a review on site by the contractor.

6. Refer to Lucion Asbestos reports and Lead Testing
reports for any information in relation to the
prescence of asbestos and lead.

N O T E S

1. Responsibility is not accepted for errors made by
others in scaling from this drawing. All construction
information should be taken from figured
dimensions only and checked on site. Drawings
based on topographical survey undertaken by
Stanbury's. Surrounding roads shown indicatively
only and are outside of the extents of the measured
survey.

2. Any discrepancies and/or changes in design that
affect Planning and Building Regulation approvals
are to be reported to the Architect.

3. Copyright. All designs and information conveyed
are the intellectual property of Della Valle
Architects Ltd. The unauthorised copying, usage or
distribution of this drawing or contents, in part or
whole is forbidden without express permission.
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