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Strip off existing flat roof, investigate where
any structural timber repairs are required,
] before laying new insulated flat roof system.
Existing facing brickwork chimney Refer to separate detail.
retained, and repaired where necessary.
Existing clay roof tiles and roof
All lead flashings around chimneys covering to be Letamed, made good
repaired or replaced as necessary. and repaired where necessary.
o\ Existing facing brickwork chimney
f retained, and repaired where necessary.
Existing clay roof tiles and roof /
covering to be retained, made good s
and repaired where necessary. g /
All lead flashings around chimneys
repaired or replaced as necessary. All lead flashings around chimneys
‘4 repaired or replaced as necessary.
NOTE:
All lead flashings and valley gutters to be repaired
or replaced as necessary. All timber fascia's and T N
soffits, exposed rafter ends to be replaced and 4&
decorated as necessary. N
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and repaired where necessary. . NI C New facing _brl_ckwork, all
| : [ | | | ‘ | : to match existing.
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L Create new window opening. Insert new ___ Replacement Heritage flush casement L Create new window opening. Insert new L Remove existing window, enlarge opening Key:
Heritage flush casement uPVC double UPVC double glazed window. Heritage flush casement uPVC double with new lintel ovef ready to receive new % =Toughened glass
glazed window, to match existing. glazed window, to match existing. flat entrance door fanlight over.
Dotted line denotes extept Replacement Heritage flush casement
PROPOSED EAST ELEVATION of basement level footprint. UPVC double glazed window.
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« All drawings are copyright

« Report all discrepancies to project administrator
* Do not scale drawing for construction purposes
« All dimensions to be checked on site
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