Existing facing brickwork chimney
retained, and repaired where necessary.
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Existing facing brickwork chimney

retained, and repaired where necessary.

All lead flashings around chimneys
repaired or replaced as necessary.

2no. 550 x 980 Velux rooflight,
fixed in accordance with
manufacturers specification.

Existing clay roof tiles and roof covering
to be retained, made good and repaired
where necessary.

All lead flashings around chimneys
repaired or replaced as necessary.

NOTE:
All lead flashings and valley gutters to be

repaired or replaced as necessary. All timber
fascia's and soffits, exposed rafter ends to be

replaced and decorated as necessary.

New black uPVC rainwater goods.

Existing clay roof tiles and roof covering
to be retained, made good and repaired
where necessary.

Remove existing window.

Block up opening with new insulated

blockwork infill with recessed external facing

brickwork outer leaf, all to match existing.
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\\ Existing clay roof tiles and roof
\\ covering to be retained, made good
\ and repaired where necessary.
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Replacement Heritage flush casement Replacement Heritage flush casement New polyester powder coated

Pre-cast stone parapet
coping stone.

—— New facing brickwork with
brick soldier course above
door openings.

New painted timber double doors

with soldier course head over.

PROPOSED SOUTIJI ELEVATION

datum +57.00m

Replacement Heritage flush casement
uPVC double glazed window.

Dotted line denotes extent
of basement level footprint.

Replacement Heritage flush casement

uPVC double glazed window.

% = Toughened glass

L Replacement

Heritage flush casement
jlazed door and glazed side

screen, to match existing.

Heritage flush casement

glazed window.

uPVC double glazed window.

Remove existing door and frame.
Block up opening with new insulated

blockwork infill with recessed external facing

brickwork outer leaf, all to match existing.

uPVC double glazed window.

aluminium louvre door with soldier
course head over.
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« All drawings are copyright

« Report all discrepancies to project administrator
* Do not scale drawing for construction purposes
« All dimensions to be checked on site
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