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BOTTOM OF BASIN
LEVEL: 98.20

TOP OF BASIN LEVEL:
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INDICATES SUDS
SWALE INLET

SECTION THROUGH
INFILTRATION BASIN - BA-01

SCALE 1:20

SHALLOW AND VARIABLE SIDE
SLOPES TO SUIT LANDSCAPE
DESIGN

PLANTING TO LANDSCAPE
ARCHITECT REQUIREMENTS
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300mm x 300mm.
INDICATES

MEMBRANE ANCHOR.
300mm x 300mm.

INLET IL: 98.35

PIPE TO PASS THROUGH
MEMBRANE AND MEMBRANE TO

BE RESEALED AROUND PIPE .

300mm ENGINEERED SOIL MIX TO
IMPROVE DURABILITY(SUBJECT
TO LANDSCAPE ARCHITECT
REQUIREMENTS)

600mm ROCKER PIPE

FLEXIBLE JOINTS

Ø225 PERFORATED PIPE

PERFORATED CAP TO BE
FITTED TO END OF PIPE

PERMEABLE GEOTEXTILE.

DISCAHRGE FROM
MANHOLE SW-10.
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ACO SUDS SWALE INLET
(FOR USE IN BASIN)
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Ø160mm SINGLE
WALL PIPE

Ø160mm WITH Ø110mm ADAPTER

Ø110mm SINGLE WALL PIPE
A

42mm (GROUND COVER)

1 IN 3 TO SUIT CIRIA C753

NEWT MESH GRATING OPTION

STANDARD MESH GRATING OPTION

NOTE
MESH REQUIREMENTS TO BE
CONFIRMED BY LANDSCAPE
ARCHITECT.

TOPSOIL COVERED GRAVEL FILTER DRAIN DETAIL
WITH PERFORATED PIPE

SCALE 1:10
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INDICATES PERFORATED PIPE
Ø100mm

PROPOSED HARDSTANDING

BASE: VARIES (SEE PLAN)
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GL: VARIES (SEE PLAN)

GEOSYTHETICS AQUABLOCK CHEMICAL
RESISTANT HDPE 1mm GEOMEMBRANE, WITH
FLOWTEX PROTECTION FLEECE EITHER SIDE.
TO BE CONFIRMED.

LANDSCAPE ARCHITECT TO CONFIRM
REQUIREMENTS FOR DEPTH OF TOP SOIL.

CONVEYANCE SWALE LEADING TO BASIN - (TYPICAL)
SCALE 1:20

SWALE DETAIL TO BE COORDINATED
WITH LANDSCAPE ARCHITECT
PLANTING REQUIREMENTS.

COMPACTED SUB GRADE

IMPERMEABLE MEMBRANE REUIQRED TO
PREVENT INFILTRATION TO GROUND.
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300mm

NO INFILTRATION

0.6m
EDGE OF SWALE RO BE
CONFIRMED BY
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The Contractor shall verify and be responsible for all dimensions. DO NOT scale the drawing.
Any errors or omissions shall be reported to Hydrock without delay.
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NOTES

1. All dimensions are to be checked on site before the
commencement of works. Any discrepancies are to be
reported to the Architect & Engineer for verification. Figured
dimensions only are to be taken from this drawing.

2. The DWG file is issued for the purposes of coordination only
and do not represent formal drawing issue and are not to
be reprinted in any form. Formal issue of drawings is via
DWF, Adobe PDF files and/or hard copies and their
associated information issue sheets.

3. Note that all care has been taken with the export of DWG
files and their content, but we recommend that you make
due dimensional checks before using any DWG file
information. Any errors found are to be reported to Hydrock
immediately.




