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18 Midford Lane

Description

The purpose of this light spill assessment is to demonstrate where
the external lighting will be installed and the effects of those on the
local ecology, in particular foraging bats local to the proposed
renovation to be issued to Wiltshire planning department.

The primary intention is to design a scheme that is sensitive to
commuter routes for foraging bats. Steps to limit the effects shall
included 3000K warm white colour temperature light fixtures that
are switched via motion detection control PIR sensors where the
lights are on for essential movement around the site outside of
daylight hours.

Internally, the lighting scheme has been designed with the installed
lighting layout. The windows are double glazed and light spill
presents the worse case scenario. It does not consider window
treatments such as curtains or black out blinds that will inevitably be
used at night.

The external lighting design has been limited to key areas for safe
access by doors fixed to the property to protect residents/visitors
and the local ecology. This report has been produced in collaboration
with the client, to protect the important bat emergence and
commuting routes of bats in the local area. Light spill to the north
section of the site where a commuter route was identified by Just
Ecology does reduce to 0.5 lux before the tree line.

Please note the colour dark blue on the horizontal plane indicates 1
lux. The lux curves on the model indicate the numerical light levels.
See the lux scale below each image for reference and seperate
drawing.

For the lighting calculations, the maintenance factor of the
luminaires is set to 1 fully operational from day 1 of installation. The
luminaires are calculated with 100% output and undimmed.

The luminaires installed are to be equal or similar specification.
These luminaires have been selected to demonstrate lux levels.
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Luminaire list

Protal Protal Luminous efficacy
132069 Im 2329.6 W 56.7 Im/W
pcs. Manufacturer Article No. Article name P P Luminous efficacy
156 N/A Photometry One_FX_OR_30_Wide 11.7W 650 Im 55.8 Im/W
7 SLV 228412 DASAR® FLAT 80 52 W 157 Im 30.2 Im/W
7 SLV 230365 SITRA 200w 242 Im 12.1 Im/W
36 SLV 233115 MYRA UP/DOWN 8.0W 541 Im 67.6 Im/W

10 Signify 40W 840 Im 210.0 Im/W




18 Midford Lane

Product data sheet

N/A - Photometry_One_FX_OR_30_Wide

DIALUx
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Luminous efficacy 55.8 Im/W
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Product data sheet

Signify -

®ignify

DIALUx

P 40W
®ramp 840 Im
®ruminaire 840 Im

n 100.00 %
Luminous efficacy 210.0 Im/W
CccT 3000 K

CRI 100

135° 150° 165° 180° 165° 150° 135°
100
80
120° 120°
60
40
105° 105°
90° 90°
75° 75°
60° 60°
45° 30° 15° 0° 15° 30° 45°
cd/kKim n=100%
C0-C180 = C90 - C270
Polar LDC
Glare evaluation according to UGR
p Ceiling 70 | 70 | 50 | 50 | 30 | 70 | 70 | 50 | 50 | 30
p Walls 50 | 30 | 50 | 30 | 30 | 50 | 30 | 50 | 30 | 30
 Floor 20 | 20 | 20 | 20 | 20 | 20 | 20 | 20 | 20 | 20
Room size Viewing direction at right angles Viewing direction parallel
X Y to lamp axis to lamp axis
2H 2H| 184 194 193 203 215 | 184 194 193 203 215
3H [ 214 223 223 232 244 [ 214 223 223 232 244
4H| 229 238 238 247 259 | 229 238 238 247 259
6H | 245 253 254 262 275 | 245 253 254 262 275
8H| 253 260 262 270 282 | 253 260 262 270 282
12H | 26.0 268 269 aT 290 26.0 268 269 2717 290
4H 2H [ 193 201 202 211 223 [ 193 201 202 211 223
3H [ 223 231 233 241 253 | 223 231 233 241 253
4H | 240 247 250 257 269 240 247 250 257 269
6H | 257 263 267 273 286 257 263 267 273 286
8H | 266 271 275 281 294 266 271 275 281 294
12H | 274 279 284 290 303 274 279 284 290 303
8H 4H | 245 251 255 261 274 245 251 255 261 274
6H | 265 269 274 279 293 265 269 274 279 293
8H | 274 279 285 289 302 274 2719 285 289 30.2
12H | 285 289 295 299 312 285 289 295 299 312
12H 4H [ 246 252 256 262 275 | 246 252 256 262 275
6H | 266 271 276 281 204 | 266 271 276 281 294
8H| 277 281 287 201 305 | 27.7 281 287 291 305
Variation of the observer position for the luminaire distances S
+0.1 / 01 +0.1 / 01
+02 / 02 +02 / 02
+03 / 03 +03 / 03
Standard table BK12 BK12
Correction summand 133 133
Corrected glare indices referring to 840Im Total luminous flux

UGR diagram (SHR: 0.25)
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Product data sheet

SLV - DASAR® FLAT 80

SLV € )

DIALUx
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Article No. 228412

P 52 W
PrLamp -
®Luminaire 157 Im

n -
Luminous efficacy 30.2 Im/W
CCT 3000 K
CRI 80

The high-voltage inground light DASAR FLAT LED 230V inground light
is accessible and impresses with its stainless steel screen and glass
cover in a partial satin finish. Thanks to the rotatable and pivoting
GU10 fitting, you can direct the light cone flexibly. And thanks to its
IP 67 protection class, it is optimally suited for outdoor areas. The
outdoor inground light LED creates an exciting lighting atmosphere
and convinces with a long LED lifespan of 30,000 hours. Experience
light with SLV - your innovative partner for all kinds of outdoor lights

for 40 years.

cd

Polar LDC

C0-C180 == C90-C270

157 Im
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Product data sheet

SLV - MYRA UP/DOWN

SLV i

Article No. 233115
P 8.0W
DLamp 540 Im
PLuminaire 541 Im

n 100.12 %

Luminous efficacy 67.6 Im/W

CCT 3114 K

CRI 83

The wall light of the MYRA series is made from painted aluminium
and glass, which covers the lamp. Thanks to the position of the two
sockets which are fitted, the mounted luminaire produces two equal
but opposite cones of light (UP/DOWN). With protection class IP55, it
is suitable for outdoor use. The electrical connection of the luminaire,
which comes in various colours, is directly to the 230V mains supply.
The MYRA series includes other floor stands, display fittings and can
therefore be used universally.

DIALUx

105°

90°

75°

60°

45°

2400

30° 15° 0° 15°

105°

90°

75°

60°

45°

30°

cd/klm
C0-C180 == C90-C270

Polar LDC for Light emission 1 and 2

n=100%
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Product data sheet

SLV - MYRA UP/DOWN

Glare evaluation according to UGR

p Ceiling 70 70 50 50 30 70 70 50 50 30
o Walls 50 30 50 30 30 50 30 50 30 30
o Floor 20 20 20 20 20 20 20 20 20 20

Room size Viewing direction at right angles Viewing direction parallel

X Y to lamp axis to lamp axis

2H 2H| 142 150 145 152 155 | 142 150 145 152 155

3H | 147 155 15.0 15.7 16.0 147 155 15.0 15.7 16.0
4H | 15.0 157 153 15.9 16.2 15.0 157 153 15.9 16.2
6H | 15.1 158 154 16.1 16.3 151 158 154 16.1 16.3
8H | 151 15.7 15.4 16.0 16.3 151 15.7 154 16.0 16.3
12H | 151 15.7 15.4 16.0 16.3 15.1 15.7 15.4 16.0 16.3

4H 2H | 144 15.1 147 154 156 144 15.1 147 15.4 15.6
3H | 151 157 155 16.0 16.3 151 157 15.5 16.0 16.3
4H | 154 16.0 15.8 16.3 16.7 15.4 16.0 15.8 16.3 16.7
6H | 156 16.1 16.0 16.5 16.9 156 16.1 16.0 16.5 16.9
8H | 157 16.1 16.1 16.5 16.9 15.7 16.1 16.1 16.5 16.9
12H | 156 16.0 16.1 16.4 16.8 156 16.0 16.1 16.4 16.8

8H 4H | 155 16.0 15.9 16.3 16.7 15.5 16.0 15.9 16.3 16.7
6H | 158 16.1 16.2 16.6 17.0 15.8 16.1 16.2 16.6 17.0
8H | 158 16.1 16.3 16.6 17.0 158 16.1 16.3 16.6 17.0
12H | 158 16.0 16.3 16.5 17.0 158 16.0 16.3 16.5 17.0
12H 4H | 155 15.9 15.9 16.3 16.7 155 15.9 15.9 16.3 16.7
6H | 158 16.1 16.2 16.5 17.0 158 16.1 16.2 16.5 17.0
8H | 158 16.1 16.3 16.5 17.0 158 16.1 16.3 16.5 17.0

Variation of the observer position for the luminaire distances S

§=1.0H 22/ 12 +22 /1 12

§=15H +41 /17 +#41 /17

§=20H +58 / 22 +58 / 22
Standard table BK02 BK02
Correction summand 24 24

Corrected glare indices referring to 270Im Total luminous flux

UGR diagram for Light emission 1 and 2 (SHR: 0.25)

20
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Product data sheet

SLV - SITRA

SLV

Article No. 230365
P 200 W
DrLamp 440 Im
PLuminaire 242 Im
n 55.00 %

Luminous efficacy 12.7 Im/W

CCcT 3000 K

CRI 80

The double-headed SITRA wall light is made from aluminium and
structured glass, which covers the lamp. Thanks to the position of the
two sockets which are fitted, the mounted luminaire produces two
equal but opposite cones of light (UP/DOWN). It is suitable for use
outdoors thanks to its IP44 protection class. The electrical
connection of the luminaire, which comes in two colours, is made
directly to the 230V mains supply. The SITRA series also contains
single-headed wall lights and can therefore be used universally. This
luminaire is suitable for lamps of energy classes: B - A++

DIALUx

135° 150° 165° 180° 165° 150° 135°
160

120° 176 120°
80

105° 105°

90° 90°

75° 75°

60° 60°

45° 30° 15° o 15° 30° 45°

cd/klm n=>55%

C0-C180 = C90-C270

Polar LDC for Light emission 1 and 2
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Product data sheet

SLV - SITRA

Glare evaluation according to UGR

p Ceiling 70 70 50 50 30 70 70 50 50 30
o Walls 50 30 50 30 30 50 30 50 30 30
o Floor 20 20 20 20 20 20 20 20 20 20

Room size Viewing direction at right angles Viewing direction parallel

X Y to lamp axis to lamp axis

2H 2H| 160 173 166 178 184 | 160 173 166 178 184

3H | 181 19.2 187 197 204 18.1 19.2 18.7 19.7 204
4H | 191 201 197 207 214 191 201 197 207 214
6H | 20.2 211 208 217 224 202 211 208 217 224
8H | 207 217 213 223 229 207 217 213 223 229
12H | 213 222 220 228 235 213 222 220 228 235

4H 2H | 168 178 174 18.4 19.0 16.8 178 174 18.4 19.0
3H | 191 19.9 19.7 205 212 191 199 19.7 205 212
4H | 202 210 209 2057 224 202 210 209 217 224
6H | 215 222 222 228 236 215 222 222 228 236
8H | 221 228 228 235 242 221 228 228 235 24.2
12H | 229 235 236 242 249 229 235 236 242 249

8H 4H | 207 214 214 221 228 207 214 214 221 228
6H | 222 228 229 235 243 222 228 229 235 243

8H | 230 235 238 242 251 230 235 238 24.2 251

12H | 240 244 247 251 26.0 240 244 247 251 26.0

12H 4H | 208 214 215 221 229 208 214 215 221 229
6H | 224 229 231 236 244 224 229 231 236 244

8H | 233 237 241 245 253 233 237 241 245 253

Variation of the observer position for the luminaire distances S

§=1.0H +0.1 / -01 +01 / 01

§=15H +02 / 02 +02 / 02

§=20H +03 / 05 +03 / 05
Standard table BK10 BK10
Correction summand 54 54

Corrected glare indices referring to 220Im Total luminous flux

UGR diagram for Light emission 1 and 2 (SHR: 0.25)
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Glossary
A

A Formula symbol for a surface in the geometry

B

Background area The background area borders the direct ambient area according to DIN EN 12464-1 and
reaches up to the borders of the room. In larger rooms, the background area is at least 3
m wide. It is located horizontally at floor level.

C

CCT (Engl. correlated colour temperature)

Body temperature of a thermal radiator which serves to describe its light colour. Unit:
Kelvin [K]. The lesser the numerical value the redder; the greater the numerical value the
bluer the light colour. The colour temperature of gas-discharge lamps and semi-
conductors are termed "correlated colour temperature" in contrast to the colour
temperature of thermal radiators.

Allocation of the light colours to the colour temperature ranges acc. to EN 12464-1:
Light colour - colour temperature [K]

warm white (ww) < 3,300 K

neutral white (nw) = 3,300 - 5,300 K

daylight white (dw) > 5,300 K

Clearance height The designation for the distance between upper edge of the floor and bottom edge of
the ceiling (in the completely furnished status of room).

Control group A group of luminaires that are dimmed and controlled together. For each lighting scene,
a control group provides its own dimming value. All luminaires within a control group
share this dimming value. The control groups with their luminaires are automatically
determined by DIALux on the basis of the created light scenes and their luminaire
groups.

CRI (Engl. colour rendering index)

Designation for the colour rendering index of a luminaire or a lamp acc. to DIN 6169:
1976 or CIE 13.3: 1995.

The general colour rendering index Ra (or CRI) is a dimensionless figure that describes
the quality of a white light source in regards to its similarity with the remission spectra of
defined 8 test colours (see DIN 6169 or CIE 1974) to a reference light source.

23



18 Midford Lane

Glossary

D

Daylight autonomy

DIALUx

Describes what percentage of the daily working time the required illuminance is met by
daylight. The nominal illuminance is used from the room profile, unlike described in EN
17037. The calculation is not done in the centre of the room but at the placed sensor
measuring point. A room is considered sufficiently supplied with daylight if it achieves at
least 50% daylight autonomy.

Daylight factor

Ratio of the illuminance achieved solely by daylight incidence at a point in the inside to
the horizontal illuminance in the outer area under an unobstructed sky.

Formula symbol: D (Engl. daylight factor)
Unit: %

Daylight quotient effective area

A calculation surface within which the daylight quotient is calculated.

Energy evaluation

Based on an hourly calculation procedure for daylight in indoor spaces, considering the
project geometry and any existing daylight control systems. Orientation and location of
the project are also considered. The calculation uses the specified system power of the
luminaires to determine the energy demand. A linear relationship between power and
luminous flux in the dimmed state is assumed for daylight-controlled luminaires. Times of
use and nominal illuminance are determined from the usage profiles of the spaces.
Switched-on luminaires that are explicitly excluded from control also consider the
specified times-of-use. The daylight control systems use a simplified control logic that
closes them at an outdoor horizontal illuminance of 27,500Ix.

The calendar year 2022 is used as a reference only. It is not a simulation of this year. The
reference year is only used to assign the days of the week to the calculated results. The
changeover to summer time is not considered. The reference sky type used is the
average sky described in CIE 110 without direct sunlight.

The method was developed together with the Fraunhofer Institute for Building Physics
and is available for review by the Joint Working Group 1 ISO TC 274 as an extension of the
previous annual regression-based method.

Environmental zones

The assessment of intrusive light and light immission depends on the environment of the
lighting installation. Depending on the standard, 4-6 different zones are defined, ranging
from highly protected areas in natural settings to urban areas, commercial zones, and
industrial zones.

Eta ()

(light output ratio)
The light output ratio describes what percentage of the luminous flux of a free radiating
lamp (or LED module) is emitted by the luminaire when installed.

unit: %

24
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DIALUx

Glossary

G

g1 Often also Uo (Engl. overall uniformity)
Designates the overall uniformity of the illuminance on a surface. It is the quotient from E
min to E and is required, for instance, in standards for illumination of workstations.

92 Actually it designates the "non-uniformity" of the illuminance on a surface. It is the
quotient of Emin to Emax and is generally only relevant for certifying the emergency lighting
acc. to EN 1838.

[

Illuminance Describes the ratio of the luminous flux that strikes a certain surface to the size of this

surface (Im/m? = Ix). The illuminance is not tied to an object surface. It can be determined
anywhere in space (inside or outside). The illuminance is not a product feature because it
is a recipient value. Luxometers are used for measuring.

Unit: Lux
Abbreviation: Ix
Formula symbol: E

Illuminance, adaptive

For the determining of the middle adaptive illuminance on a surface, this is rastered
"adaptively". In the area of large illuminance differences within the surface, the raster is
subdivided finer; within lesser differences, a rougher classification is made.

Illuminance, horizontal

Illuminance that is calculated or measured on a horizontal (level) surface (this can be for
example a table top or the floor). The horizontal illuminance is usually identified by the
formula letter Ep.

Illuminance, perpendicular

Illluminance that is calculated or measured plumb-vertical to a surface. This needs to be
taken into account for tilted surfaces. If the surface is horizontal or vertical, then there is
no difference between the perpendicular and the horizontal or vertical illuminance.

Illuminance, vertical

Illuminance that is calculated or measured on a vertical surface (this can be for example
the front of some shelves). The vertical illuminance is usually identified by the formula
letter Ev.

ks

The glare effect of a light source can be described by the glare metric ks. It relates the
solid angle of the glaring light source as seen from the point of immission, the ambient
luminance, and the maximum allowable luminance.

25
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Glossary

L

LENI (Engl. lighting energy numeric indicator)

Lighting energy numeric indicator acc. to EN 15193
Unit: kWh/(m? * a)

LLMF (Engl. lamp lumen maintenance factor)/acc. to CIE 97: 2005
Lamp flux maintenance factor that takes the luminous flux reduction into account of a
luminaire or an LED module in the course of the operating time. The lamp flux
maintenance factor is specified as a decimal digit and can have a maximum value of 1 (no
luminous flux reduction existing).

LMF (Engl. luminaire maintenance factor)/acc. to CIE 97: 2005
Luminaire maintenance factor that takes the soiling into account of the luminaire in the
course of the operating time. The luminaire maintenance factor is specified as a decimal
digit and can have a maximum value of 1 (no soiling existing).

LSF (Engl. lamp survival factor)/acc. to CIE 97: 2005
Lamp survival factor that takes the total failure into account of a luminaire in the course
of the operating time. The lamp survival factor is specified as a decimal digit and can
have a maximum value of 1 (no failures existing within the time concerned or prompt
replacement after the failure).

Luminance Dimension for the "brightness impression" that the human eye has of a surface. The
surface itself can emit light thereby or light striking it can be reflected (emitter value). Itis
the only photometric value that the human eye can perceive.

Unit: Candela per square metre
Abbreviation: cd/m?
Formula symbol: L

Luminous efficacy Ratio of the emitted luminous flux ® [Im] to the absorbed electrical power P [W] Unit:
Im/W.
This ratio can be formed for the lamp or LED module (lamp or module light output), the
lamp or module with control gear (system light output) and the complete luminaire
(luminaire light output).

Luminous flux Dimension for the total light output that is emitted from one light source in all directions.

It is thus an "emitter value" that specifies the entire emitting output. The luminous flux of
a light source can only be determined in a laboratory. A difference is made between the
lamp or LED module luminous flux and the luminaire luminous flux.

Unit: Lumen
Abbreviation: Im
Formula symbol: ®

26
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Glossary

Luminous intensity

DIALUx

Describes the intensity of the light in a certain direction (emitter value). The luminous
intensity is a matter of the luminous flux ® that is emitted in a certain spherical angle Q.
The radiation characteristics of a light source are presented graphically in a light
distribution curve (LDC). The luminous intensity is an SI base unit.

Unit: Candela
Abbreviation: cd
Formula symbol: I

M

Maintenance factor

See MF

MF (Engl. maintenance factor)/acc. to CIE 97: 2005
Maintenance factor as decimal number between 0 and 1 that describes the ratio of the
new value of a photometric planning parameter (e.g. of the illuminance) to a
maintenance value after a certain time. The maintenance factor takes into account the
soiling of luminaires and rooms as well as the luminous flux reduction and the failure of
light sources.
The maintenance factor is taken into account either overall or determined in detail acc. to
CIE 97: 2005 by the formula RMF x LMF x LLMF x LSF.

O

Obtrusive light/Light immission

To protect the nocturnal environment and minimize problems for humans, flora, and
fauna, it is necessary to limit obtrusive light (also known as light pollution), which can
cause serious physiological and ecological issues for individuals and the environment.
Light immission refers to the disturbing influence of emitted light from artificial light
sources.

Operating times

The assessment of obtrusive light and light immission depends on the operating times of
the lighting installation. Depending on the standard, 1-3 different operating times are
specified. In the absence of specific details, an operating time between 06:00 and 22:00
can be assumed.

(Engl. power)
Electric power consumption

Unit: watt
Abbreviation: W

27
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Glossary

R

R(UG) max

DIALUx

Measure of the psychological glare in indoor spaces.

In addition to the luminance of luminaires, the level of the Rug) value also depends on the
observer position, the viewing direction and the ambient luminance. The calculation is
made according to the table method, see CIE 117. Among other things, EN 12464-1:2021
specifies maximum permissible Rugy- values Ruay for various indoor workplaces.

RoLo

The ratio of the luminous flux emitted below the horizontal plane to the total lamp
luminous flux of a luminaire or lighting installation in its operational position.

Re

The glare directly caused by luminaires of an outdoor lighting installation is determined
using the CIE Glare Rating (RG) method. To calculate this, the equivalent veiling
luminance of the surroundings is needed. There are four options for determining this:
An exact calculation according to CIE 112, based on the scene area.
- Asimplified method according to EN 12464-2, based on the scene area.
+ Using a custom calculation area to determine the equivalent veiling luminance.
Specifying a fixed value for easy comparability.

upward flux ratio

The ratio of the luminous flux emitted directly or reflected above the horizontal plane to
the luminous flux that cannot be avoided under ideal conditions to achieve the
illuminance level on a deliberately illuminated area.

RuL

upward light ratio

The ratio of the luminous flux emitted above the horizontal plane to the luminous flux of
a luminaire or lighting installation in its operational position. The luminaire efficiency is
considered in this calculation.

RuLo

upward light output ratio
The ratio of the luminous flux emitted above the horizontal plane to the total lamp
luminous flux of a luminaire or lighting installation in its operational position.

Reflection factor

The reflection factor of a surface describes how much of the striking light is reflected
back. The reflection factor is defined by the colour of the surface.

RMF (Engl. room maintenance factor)/acc. to CIE 97: 2005
Room maintenance factor that takes the soiling into account of the space encompassing
surfaces in the course of the operating time. The room maintenance factor is specified as
a decimal digit and can have a maximum value of 1 (no soiling existing).

RUG (max) (unified glare rating)

Measure for the psychological glare effect in interiors.

In addition to luminaire luminance, the RUG value also depends on the position of the
observer, the viewing direction and the ambient luminance. Among other things, EN
12464-1 specifies maximum permissible RUG values for various indoor workplaces.

28
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Glossary

RUG observer

DIALUx

Calculation point in the room, for the DIALux the RUG value is determined. The location
and height of the calculation point should correspond to the typical observer position
(position and eye level of the user).

S

Surrounding area

The ambient area directly borders the area of the visual task and should be planned with
a width of at least 0.5 m according to DIN EN 12464-1. It is at the same height as the area
of the visual task.

V

Visual task area

The area that is needed for carrying out the visual task in accordance with DIN EN 12464-
1. The height corresponds with the height at which the visual task is executed.

W

Wall zone

Circumferential area between working plane and walls which is not taken into account for
the calculation.

Working plane

Virtual measuring or calculation surface at the height of the visual task that generally
follows the room geometry. The working plane may also feature a wall zone.
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