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ENCLOSED
COURTYARD

Existing UPVC gutter to
be replaced with new
Heritage cast aluminium
half round profile on
] rafter brackets
1
1
%

Existing double roman clay tiles to
be carefully removed and set aside

for reuse. Where new tiles are Existing clay roll top ridge tiles to be carefully removed and set
required these are to match the X 3 . .
1 N . aside for reuse. If any new ridge tiles are required these should
existing like-for-like o " N
match the existing like-for-like.
/ To be re-bedded and pointed using a lime mortar 3:1 with an NHL
i - . 3.5 due to the exposed location
Existing failing mortar to hip P \Existing failing mortar to
to be carefully stripped away. /l: hip to be carefully

New hip in a lime mortar stripped away. New hip in

L1

a lime mortar (1 part NHL

Existing lead to chimney to be replaced/ 3.5 to 2.5 parts sharp
with new. New lead to match existing in sand)
code and in thickness

Existing lead valley to be replaced. The old lead is to be

Existing lead valley to be replaced. ———— carefully removed and the timber valley boards beneath
The old lead is to be carefully removed inspected. Boards expected to be extensively decayed
and the timber valley boards beneath inspected. and saturated. Any rotten or delaminated timber must Existing mortar fillet to be
Any rotten or delaminated timber must be cut be cut out and replaced with treated timber so the new carefully stripped away. Existing cast iron gutter
out and replaced with treated timber so the new valley has a secure foundation. New fillet in a lime mortar degraded. To be replaced
valley has a secure foundation. (1 part NHL 3.5 to 2.5 with new Heritage cast
New lead to match the existing in code T— parts sharp sand) aluminium_gutter, half
and in thickness Existing double roman round profile on rafter
clay tiles to be carefully brackets
removed and set aside for
reuse. Where new tiles are
Existing cast iron gutter degraded to be replaced —— | Eg;‘;eﬁéh::iesj;; to Existing double roman . -
with new Heritage cast aluminium gutter, like-for-like clay tiles to be carefully Eglstlng failing mortar to
half round profile. Traditional rise and fall brackets removed and set aside for hip to be carefully
as existing to be used reuse. Where new tiles are stripped away. New hip in

a lime mortar (1 part NHL
3.5 to 2.5 parts sharp
sand)

required these are to
match the existing

Existing clay half round ridge tiles to be like-for-like

carefully removed and set aside for reuse.
Where new ridge tiles required these

should match the existing like-for-like.

To be re-bedded and pointed in

lime mortar 1 part NHL 3.5 to 3 parts sharp sand

Existing cast iron gutter
degraded. To be replaced with
new Heritage cast aluminium
gutter, half round profile on
Old Fire & Ambulance Station rafter brackets

No.7 Patford Street

Existing UPVC gutter to
N be replaced with new
Heritage cast aluminium
gutter, half round profile
on rise and fall brackets
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