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NotesNo.

1. Dimensions to be verified on site. Only figured dimensions to be
used and any discrepancies in dimensions are to be reported to the
architect. No dimensions are to be scaled from printed drawings.
Any areas indicated on this drawing are for guidance only. No
responsibility is taken for their accuracy.

2. There is a risk of injury or death in construction if the works are not
properly planned and supervised. The contractor must not
undertake any element of the work without first having carried out
the necessary risk assessments and prepared detailed method
statements.
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01 Window Type RF2 - Glasshouse Roof Vent Plan
SCALE 1:10 @ A1751.1a
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02 Window Type RF2 - Glasshouse Roof Vent Section
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03 Window Type RF2 - Brick Wall Abutment Detail
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04 Window Type RF2 - Roof Vent Opening Detail
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P1 Initial release dd/mm/yy

P2 Drawing number changed 02/03/26

Lead dressed over top of glazing bars and roof vent top panel.
Lead apron flashing fixed to brick

Infill glazing pane

Timber for roof vent fixing

Lead fixed into masonry mortar

Roof vent

Heritage style glasshouse roof
patent glazing bar

Aluminium ventilator fixed frame

Aluminium ventilator moving
frame

Electric chain actuator to open
roof vent

Infill glazing pane

Aluminium ventilator baffle

Aluminium top panel with styrofoam infill

Solid masonry wall, as part
of walled garden walls.

Rafter to support roof glazing

Setting out point of 15°
glasshouse pitch

Purlin to support glasshouse
roof patent glazing bar

Step in glazing hidden beneath roof vent
opening to present as mono-pitch system

Lead cover at top of glazing, dressed into wall

Single glazed heritage style roof vent

Lead cover at top of glazing, dressed into wall

Lead flashing dressed on to glass
running full length of glazing.

Aluminium bottom panel with styrofoam infill

Purlins to accomodate step in
glazing bar design

Styrofoam infill

P3 Introduction of step in glazing, further detailing in lead
dressing and structure developed with SE

12/06/26

Step in glazing
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