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GENERAL NOTES:
1. ALL WORKS ARE TO BE CONSTRUCTED IN ACCORDANCE WITH WILTSHIRE COUNCIL

AND THE HIGHWAYS AGENCY'S SPECIFICATION FOR HIGHWAY WORKS (SHW) MARCH
1998 AS AMENDED  PUBLISHED BY THE STATIONARY OFFICE

2. ALL LEVELS RELATE TO THE SURVEY WHICH IS TO ORDNANCE DATUM. DIMENSIONS
NOT TO BE SCALED.

3. USE OF THIS DRAWING DOES NOT ABSOLVE THE CLIENT FROM HIS RESPONSIBILITIES
UNDER THE HEALTH AND SAFETY: THE CONSTRUCTION DESIGN AND MANAGEMENT
REGULATIONS 2015. THE PRINCIPAL DESIGNER IS REQUIRED TO CONTACT TUMU
CONSULTING PRIOR TO PERMITTING THIS DRAWING TO BE USED IN CONNECTION
WITH ANY CONSTRUCTION WORKS. FOR SITE SPECIFIC CDM 2015 DESIGNERS
RESIDUAL RISKS, SEE DRAWING SERIES 1140 AND SHOULD BE READ IN CONJUNCTION
WITH DESIGNER RISK REGISTER.

4. STREET NAME PLATE POSITIONS TO BE AGREED WITH THE HIGHWAYS INSPECTOR ON
SITE.

5. THE CONTRACTOR IS TO CHECK AND VERIFY ALL BUILDINGS AND SITE DIMENSIONS
AND LEVELS, INCLUDING EXISTING SEWER INVERT LEVELS, BEFORE WORKS START ON
SITE.

6. POSITIONS OF EXISTING SERVICES/STATUTORY UNDERTAKERS APPARATUS ADJACENT
TO OR CROSSING PROPOSED EXCAVATIONS ARE TO BE CHECKED BY THE
CONTRACTOR PRIOR TO STARTING WORK.

7. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH AND CHECKED AGAINST ALL
OTHER DRAWINGS, ENGINEERING DETAILS, SPECIFICATIONS AND ANY STRUCTURAL,
GEOTECHNICAL OR OTHER SPECIALIST DOCUMENT PROVIDED. ANY ANOMALIES OR
CONTRADICTIONS BETWEEN ANY OF THE ABOVE IS TO BE REPORTED TO TUMU
CONSULTING BEFORE CONSTRUCTION BEGINS.

8. THE PLANNING, DESIGN AND CONSTRUCTION OF SEWERS SHALL BE IN ACCORDANCE
WITH APPENDIX C OF THE SEWER SECTOR GUIDANCE (SSG), A DESIGN AND
CONSTRUCTION GUIDE FOR DEVELOPERS, THE CIVIL ENGINEERING SPECIFICATION
FOR THE WATER INDUSTRY 8TH EDITION AND THAMES WATER AMENDMENTS TO
CESWI DATED MAY 2023.

9. REFER TO SECTION 38 & 104 DRAWINGS FOR A FULL SET OF CONSTRUCTION
SPECIFICATION NOTES.
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Originator: Stage: Phase: Number:

19901-TUM-PL-XXX-0260 B

LAND AT LOTTAGE FARM,
ALDBOURNE

LONGITUDINAL SECTIONS

HORZ=1:500     VERT=1:100

PLANNING APPLICATION


