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External windows to be made from
durable hardwood or accoya & shop
primed for white paint finish to match
existing.

Double glazing to be Slimlite 4/4/4
krypton filled slender fit double glazed
units or equivalent fitted as per
manufactures instructions.

4/4/4 double glazed units bedded & set
in painted Hodgsons Heritage Putty as
per Hodgson H1 Heritage Glazing
System (glazed In accordance with the
method statement for the H1 Heritage
Glazing System).

External perimeter to be made good
with lime mortar to match existing,
thickness varying 10-25 mm to follow
existing stone reveal profile.
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NOTES:-

EXTERNAL WINDOWS TO BE MADE FROM
DURABLE HARDWOOD OR ACCOYA & SHOP
PRIMED FOR WHITE PAINT FINISH TO MATCH
EXISTING.

ALL GLAZING TO BE SLIMLITE 4/4/4 DOUBLE
GLAZED KRYPTON FILLED SLENDER FIT OR
EQUIVALENT SET IN PAINTED HODGSONS
HERITAGE PUTTY AS PER HODGSON H1
HERITAGE GLAZING SYSTEM (GLAZED IN
ACCORDANCE WITH THE METHOD
STATEMENT FOR THE H1 HERITAGE GLAZING
SYSTEM).

WEATHER/DRAUGHT STRIPPING SYSTEM NOT
SHOWN (CONTRACTORS CHOICE).

STRUCTURAL OPENING CHECK DIMENSIONS
TO BE TAKEN ON SITE PRIOR TO
MANUFACTURE.

ALL GLAZING IN CRITICAL LOCATIONS (TO ALL
WINDOW GLAZING UP TO 800MM ABOVE FFL,
ANY WINDOW GLAZING 300MM OR LESS FROM
A DOOR & UP TO 1500MM FROM FFL & ALL
DOOR GLAZING UP TO 1500MM ABOVE FFL)
SHOULD BE OF SUITABLE SAFETY GLASS IN
ACCORDANCE WITH SECTION K4 OF
APPROVED DOCUMENT K.

0 0.4 0.8 0.12 0.16 0.20 0.24m
I I ]
Scale 1:2 @ A1-1:4 @ A3

0 0.10 0.20 0.30 0.40 0.50 0.60m
I I ]

Scale 1:5@A1-1:10 @ A3

NOTES:

This drawing is copyright of the Architectural Designer and must
not be used without their permission. All dimensions to be
checked on site. Discrepancies and omissions to be reported
immediately to the Architectural Designer.
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