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Figure 2. Typical arch support detail. 

 

Figure 3. Typical arch splice detail and typical purlin connection to primary arch member. 
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Figure 4. View looking towards main entrance roller shutter door. 

Structural assessment with regards to the proposed conversion 

The proposed single storey layout shown in Appendix A enables the existing steel arches to be 

retained in their entirety. The metal cladding can be retained but will require re-painting externally. 

It will also require insulating to the underside with closed-cell spray foam to form an insulated shell 

to the converted building. 

Appendix A includes the analysis and structural checking of the arches for the proposed loading 

conditions and are shown to be satisfactory. 

The new single storey interventions will be constructed from timber cassette wall panels supported 

off the existing ground-floor slab. There would be no requirement for additional structural elements, 

foundations, bracing, or other load-bearing components to support the proposed residential loading. 

Conclusions 

The structure is in a reasonable condition for its age and has been adequately maintained to ensure 

its overall structural integrity for general storage use. With the addition of new paint protection and 

sprayed insulation to the underside of the corrugated cladding, the structure would be suitable for 

conversion in accordance with the residential proposals shown on LPC drawing 884 SK01. The 

proposed residential layout can therefore be accommodated without necessitating significant 

reconstruction more than the operational works understood to be permitted under Class Q1. 
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Yours sincerely, 

 

 

Jerry King 

Chartered Engineer 

BEng (Hons) MIStructE   

Director 

Structures2 Ltd. 
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Appendix A. Proposed residential layout. 
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Appendix B. Structural calculations. 
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ANALYSIS

Tedds calculation version 1.0.37

Geometry
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Results

Total deflection
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1.2D + 1.2I + 1.2RI + 1.2W (Strength) - Total deflection 
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Node deflections

Load combination: 1.4D (Strength)

Node Deflection Rotation Co-ordinate 
system

X Z

(mm) (mm) (°)
1 0 0 -0.48193

2 -10 -1.3 -0.30829

3 -12.9 -2.5 0.04777

4 -9.1 0.4 0.32606

5 -3.6 7.7 0.40078

6 -0.4 15.3 0.26485

7 0 18.5 0

8 0.4 15.3 -0.26485

9 3.6 7.7 -0.40078

10 9.1 0.4 -0.32606

11 12.9 -2.5 -0.04777

12 10 -1.3 0.30829

13 0 0 0.48193

Load combination: 1.4D + 1.6I + 1.6RI (Strength)

Node Deflection Rotation Co-ordinate 
system

X Z

(mm) (mm) (°)
1 0 0 -0.48193

2 -10 -1.3 -0.30829

3 -12.9 -2.5 0.04777

4 -9.1 0.4 0.32606

5 -3.6 7.7 0.40078

6 -0.4 15.3 0.26485
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Node Deflection Rotation Co-ordinate 
system

X Z

(mm) (mm) (°)
7 0 18.5 0

8 0.4 15.3 -0.26485

9 3.6 7.7 -0.40078

10 9.1 0.4 -0.32606

11 12.9 -2.5 -0.04777

12 10 -1.3 0.30829

13 0 0 0.48193

Load combination: 1.0D + 1.0I + 1.0RI (Service)

Node Deflection Rotation Co-ordinate 
system

X Z

(mm) (mm) (°)
1 0 0 -0.34424

2 -7.1 -0.9 -0.22021

3 -9.2 -1.8 0.03412

4 -6.5 0.3 0.2329

5 -2.6 5.5 0.28627

6 -0.3 10.9 0.18918

7 0 13.2 0

8 0.3 10.9 -0.18918

9 2.6 5.5 -0.28627

10 6.5 0.3 -0.2329

11 9.2 -1.8 -0.03412

12 7.1 -0.9 0.22021

13 0 0 0.34424

Load combination: 1.4D + 1.6I + 1.6S (Strength)

Node Deflection Rotation Co-ordinate 
system

X Z

(mm) (mm) (°)
1 0 0 -2.77578

2 -57.8 -7.5 -1.8143

3 -75.7 -14.9 0.21878

4 -54.4 1.6 1.89594

5 -21.7 44.3 2.40304

6 -2.6 90.5 1.61284

7 0 110.4 0

8 2.6 90.5 -1.61284

9 21.7 44.3 -2.40304

10 54.4 1.6 -1.89594

11 75.7 -14.9 -0.21878

12 57.8 -7.5 1.8143

13 0 0 2.77578
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Load combination: 1.0D + 1.0I + 1.0S (Service)

Node Deflection Rotation Co-ordinate 
system

X Z

(mm) (mm) (°)
1 0 0 -1.77789

2 -37 -4.8 -1.16146

3 -48.5 -9.5 0.141

4 -34.8 1 1.21407

5 -13.9 28.4 1.53768

6 -1.7 57.9 1.03167

7 0 70.6 0

8 1.7 57.9 -1.03167

9 13.9 28.4 -1.53768

10 34.8 1 -1.21407

11 48.5 -9.5 -0.141

12 37 -4.8 1.16146

13 0 0 1.77789

Load combination: 1.2D + 1.2I + 1.2RI + 1.2W (Strength)

Node Deflection Rotation Co-ordinate 
system

X Z

(mm) (mm) (°)
1 0 0 3.37269

2 74.4 9.8 2.763

3 120.1 28.7 1.3272

4 130.4 36.6 -0.17394

5 120.7 23.9 -1.0489

6 109.7 -2.7 -1.2854

7 106 -30.8 -1.03411

8 108.4 -48.7 -0.44593

9 109.1 -50.4 0.30515

10 99.5 -37.8 1.00085

11 76.1 -19.8 1.44566

12 41.4 -5.5 1.6978

13 0 0 1.80045

Load combination: 1.0D + 1.0I + 1.0RI + 1.0W (Service)

Node Deflection Rotation Co-ordinate 
system

X Z

(mm) (mm) (°)
1 0 0 2.81058

2 62 8.1 2.3025

3 100.1 23.9 1.106

4 108.6 30.5 -0.14495

5 100.6 19.9 -0.87409

6 91.4 -2.3 -1.07116

7 88.3 -25.7 -0.86175
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Node Deflection Rotation Co-ordinate 
system

X Z

(mm) (mm) (°)
8 90.3 -40.6 -0.37161

9 90.9 -42 0.25429

10 82.9 -31.5 0.83405

11 63.4 -16.5 1.20472

12 34.5 -4.5 1.41484

13 0 0 1.50038

Load combination: 1.0D + 1.4W (Strength)

Node Deflection Rotation Co-ordinate 
system

X Z

(mm) (mm) (°)
1 0 0 4.0725

2 89.7 11.8 3.31158

3 143.8 34.2 1.53475

4 154.7 42.5 -0.2961

5 141.8 25.7 -1.33823

6 128.1 -7.5 -1.5753

7 123.7 -41.2 -1.20646

8 126.3 -61.2 -0.44458

9 126.2 -60.9 0.47052

10 113.4 -44.2 1.26082

11 85.1 -22.4 1.70026

12 45.5 -6 1.89269

13 0 0 1.96284

Total base reactions

Load case/combination Force

FX FZ

(kN) (kN)

1.4D (Strength) 0 8.3

1.4D + 1.6I + 1.6RI (Strength) 0 8.3

1.0D + 1.0I + 1.0RI (Service) 0 5.9

1.4D + 1.6I + 1.6S (Strength) 0 31.2

1.0D + 1.0I + 1.0S (Service) 0 20.2

1.2D + 1.2I + 1.2RI + 1.2W 
(Strength)

-3.7 -2.6

1.0D + 1.0I + 1.0RI + 1.0W 
(Service)

-3.1 -2.2

1.0D + 1.4W (Strength) -4.3 -5.4

Reactions

Load combination: 1.4D (Strength)

Node Force Moment

Fx Fz My

(kN) (kN) (kNm)

1 1.3 4.2 0
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Node Force Moment

Fx Fz My

(kN) (kN) (kNm)

13 -1.3 4.2 0

Load combination: 1.4D + 1.6I + 1.6RI (Strength)

Node Force Moment

Fx Fz My

(kN) (kN) (kNm)

1 1.3 4.2 0

13 -1.3 4.2 0

Load combination: 1.0D + 1.0I + 1.0RI (Service)

Node Force Moment

Fx Fz My

(kN) (kN) (kNm)

1 0.9 3 0

13 -0.9 3 0

Load combination: 1.4D + 1.6I + 1.6S (Strength)

Node Force Moment

Fx Fz My

(kN) (kN) (kNm)

1 6.3 15.6 0

13 -6.3 15.6 0

Load combination: 1.0D + 1.0I + 1.0S (Service)

Node Force Moment

Fx Fz My

(kN) (kN) (kNm)

1 4.1 10.1 0

13 -4.1 10.1 0

Load combination: 1.2D + 1.2I + 1.2RI + 1.2W (Strength)

Node Force Moment

Fx Fz My

(kN) (kN) (kNm)

1 -3.2 -1.3 0

13 -0.5 -1.3 0

Load combination: 1.0D + 1.0I + 1.0RI + 1.0W (Service)

Node Force Moment

Fx Fz My

(kN) (kN) (kNm)

1 -2.7 -1.1 0

13 -0.4 -1.1 0

Load combination: 1.0D + 1.4W (Strength)

Node Force Moment

Fx Fz My

(kN) (kN) (kNm)

1 -4.1 -2.7 0

13 -0.2 -2.7 0
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Element end forces

Load combination: 1.4D (Strength)

Element Length Nodes Axial force Shear force Moment

(m) Start/End (kN) (kN) (kNm)

1 1.358 1 -3.8 0.8 0

2 3.6 -0.8 -1.1

2 1.358 2 -3.3 0 1.1

3 3.1 -0.1 -1.1

3 1.357 3 -2.7 -0.4 1.1

4 2.5 0.3 -0.6

4 1.357 4 -2.1 -0.6 0.6

5 1.9 0.5 0.1

5 1.358 5 -1.6 -0.5 -0.1

6 1.5 0.3 0.7

6 1.358 6 -1.3 -0.3 -0.7

7 1.3 0.1 0.9

7 1.358 7 -1.3 0.1 -0.9

8 1.3 -0.3 0.7

8 1.358 8 -1.5 0.3 -0.7

9 1.6 -0.5 0.1

9 1.357 9 -1.9 0.5 -0.1

10 2.1 -0.6 -0.6

10 1.357 10 -2.5 0.3 0.6

11 2.7 -0.4 -1.1

11 1.358 11 -3.1 -0.1 1.1

12 3.3 0 -1.1

12 1.358 12 -3.6 -0.8 1.1

13 3.8 0.8 0

Load combination: 1.4D + 1.6I + 1.6RI (Strength)

Element Length Nodes Axial force Shear force Moment

(m) Start/End (kN) (kN) (kNm)

1 1.358 1 -3.8 0.8 0

2 3.6 -0.8 -1.1

2 1.358 2 -3.3 0 1.1

3 3.1 -0.1 -1.1

3 1.357 3 -2.7 -0.4 1.1

4 2.5 0.3 -0.6

4 1.357 4 -2.1 -0.6 0.6

5 1.9 0.5 0.1

5 1.358 5 -1.6 -0.5 -0.1

6 1.5 0.3 0.7

6 1.358 6 -1.3 -0.3 -0.7

7 1.3 0.1 0.9

7 1.358 7 -1.3 0.1 -0.9

8 1.3 -0.3 0.7

8 1.358 8 -1.5 0.3 -0.7

9 1.6 -0.5 0.1

9 1.357 9 -1.9 0.5 -0.1
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Element Length Nodes Axial force Shear force Moment

(m) Start/End (kN) (kN) (kNm)

10 2.1 -0.6 -0.6

10 1.357 10 -2.5 0.3 0.6

11 2.7 -0.4 -1.1

11 1.358 11 -3.1 -0.1 1.1

12 3.3 0 -1.1

12 1.358 12 -3.6 -0.8 1.1

13 3.8 0.8 0

Load combination: 1.0D + 1.0I + 1.0RI (Service)

Element Length Nodes Axial force Shear force Moment

(m) Start/End (kN) (kN) (kNm)

1 1.358 1 -2.7 0.6 0

2 2.6 -0.6 -0.8

2 1.358 2 -2.4 0 0.8

3 2.2 -0.1 -0.8

3 1.357 3 -1.9 -0.3 0.8

4 1.8 0.2 -0.4

4 1.357 4 -1.5 -0.4 0.4

5 1.4 0.3 0.1

5 1.358 5 -1.1 -0.4 -0.1

6 1.1 0.2 0.5

6 1.358 6 -0.9 -0.2 -0.5

7 0.9 0 0.6

7 1.358 7 -0.9 0 -0.6

8 0.9 -0.2 0.5

8 1.358 8 -1.1 0.2 -0.5

9 1.1 -0.4 0.1

9 1.357 9 -1.4 0.3 -0.1

10 1.5 -0.4 -0.4

10 1.357 10 -1.8 0.2 0.4

11 1.9 -0.3 -0.8

11 1.358 11 -2.2 -0.1 0.8

12 2.4 0 -0.8

12 1.358 12 -2.6 -0.6 0.8

13 2.7 0.6 0

Load combination: 1.4D + 1.6I + 1.6S (Strength)

Element Length Nodes Axial force Shear force Moment

(m) Start/End (kN) (kN) (kNm)

1 1.358 1 -15.6 4.3 0

2 15.4 -4.4 -5.9

2 1.358 2 -15.4 0.5 5.9

3 15.2 -0.5 -6.6

3 1.357 3 -13.2 -2.2 6.6

4 13.1 2 -3.7

4 1.357 4 -10.5 -3.3 3.7

5 10.4 3.1 0.6

5 1.358 5 -8 -2.8 -0.6
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Element Length Nodes Axial force Shear force Moment

(m) Start/End (kN) (kN) (kNm)

6 7.9 2.6 4.2

6 1.358 6 -6.5 -1.1 -4.2

7 6.5 0.9 5.6

7 1.358 7 -6.5 0.9 -5.6

8 6.5 -1.1 4.2

8 1.358 8 -7.9 2.6 -4.2

9 8 -2.8 0.6

9 1.357 9 -10.4 3.1 -0.6

10 10.5 -3.3 -3.7

10 1.357 10 -13.1 2 3.7

11 13.2 -2.2 -6.6

11 1.358 11 -15.2 -0.5 6.6

12 15.4 0.5 -5.9

12 1.358 12 -15.4 -4.4 5.9

13 15.6 4.3 0

Load combination: 1.0D + 1.0I + 1.0S (Service)

Element Length Nodes Axial force Shear force Moment

(m) Start/End (kN) (kN) (kNm)

1 1.358 1 -10.1 2.8 0

2 10 -2.8 -3.8

2 1.358 2 -9.9 0.3 3.8

3 9.8 -0.3 -4.2

3 1.357 3 -8.5 -1.4 4.2

4 8.4 1.3 -2.4

4 1.357 4 -6.7 -2.1 2.4

5 6.7 2 0.4

5 1.358 5 -5.1 -1.8 -0.4

6 5.1 1.6 2.7

6 1.358 6 -4.2 -0.7 -2.7

7 4.2 0.6 3.6

7 1.358 7 -4.2 0.6 -3.6

8 4.2 -0.7 2.7

8 1.358 8 -5.1 1.6 -2.7

9 5.1 -1.8 0.4

9 1.357 9 -6.7 2 -0.4

10 6.7 -2.1 -2.4

10 1.357 10 -8.4 1.3 2.4

11 8.5 -1.4 -4.2

11 1.358 11 -9.8 -0.3 4.2

12 9.9 0.3 -3.8

12 1.358 12 -10 -2.8 3.8

13 10.1 2.8 0

Load combination: 1.2D + 1.2I + 1.2RI + 1.2W (Strength)

Element Length Nodes Axial force Shear force Moment

(m) Start/End (kN) (kN) (kNm)

1 1.358 1 2.1 -3 0
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Element Length Nodes Axial force Shear force Moment

(m) Start/End (kN) (kN) (kNm)

2 -2.3 2.3 3.6

2 1.358 2 3.2 -1.5 -3.6

3 -3.3 0.7 5.1

3 1.357 3 3.7 0.4 -5.1

4 -3.8 -1.2 4

4 1.357 4 3.6 2.5 -4

5 -3.7 -0.8 1.8

5 1.358 5 3.6 2.1 -1.8

6 -3.6 -0.4 0.1

6 1.358 6 3.4 1.8 -0.1

7 -3.5 -0.1 -1.2

7 1.358 7 3.3 1.4 1.2

8 -3.2 0.2 -2

8 1.358 8 3 1 2

9 -3 0.7 -2.2

9 1.357 9 2.8 0.4 2.2

10 -2.7 1.2 -1.7

10 1.357 10 2.6 -0.3 1.7

11 -2.5 0.8 -0.9

11 1.358 11 2.3 0 0.9

12 -2.1 0.6 -0.5

12 1.358 12 1.8 0 0.5

13 -1.6 0.7 0

Load combination: 1.0D + 1.0I + 1.0RI + 1.0W (Service)

Element Length Nodes Axial force Shear force Moment

(m) Start/End (kN) (kN) (kNm)

1 1.358 1 1.8 -2.5 0

2 -1.9 1.9 3

2 1.358 2 2.6 -1.2 -3

3 -2.8 0.6 4.2

3 1.357 3 3.1 0.3 -4.2

4 -3.2 -1 3.3

4 1.357 4 3 2 -3.3

5 -3.1 -0.7 1.5

5 1.358 5 3 1.7 -1.5

6 -3 -0.4 0

6 1.358 6 2.9 1.5 0

7 -2.9 -0.1 -1

7 1.358 7 2.7 1.2 1

8 -2.7 0.2 -1.7

8 1.358 8 2.5 0.8 1.7

9 -2.5 0.6 -1.8

9 1.357 9 2.3 0.4 1.8

10 -2.2 1 -1.4

10 1.357 10 2.2 -0.2 1.4

11 -2.1 0.7 -0.8






