Insect / Ventilation mesh

70mm Kingspan Kooltherm K112 insulation
fitted between 140x38mm timber frame studs
at @400 c/c to achieve 0.17 W/m2K U-Value

12mm Plywood Sheating Board

Breathable Membrane
25mm Kooltherm K112 Insulation Board
25mm Vertical timber battens ventilated

Bespoke timber panelling

EXTERNAL

Additional Vapour Control Layer
lapped at floor zone to improve on
building air tightness.

Perimeter insulation between joists

Insect mesh

Min. 15mm gap for
ventilation and drainage

Preformed metal flashing
on timber strip

Compressible sealant and
wood packing to window head
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Min. 32.5mm Kingspan Kooltherm K118
Insulated Plasterboard beneath window sill
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62.5mm Kingspan Kooltherm K118
Insulated Plasterboard (with 50mm Phenolic
insulation and 12.5mm Plasterboard) fixed
to timber frame structure.

3mm plaster skim

Vapour Control Layer

smm packer

Floor finishes and skirting board to Interior
Design's drawings and specifications

—— Existing timber joists to be retained

NOTE: Bay window to be constructed in

accordance with the approved remediation strategy.
Existing timber studs deemed sound and suitable
for retention shall remain and be incorporated into

the works. Detail shown is indicative only; final
arrangement to be confirmed on site. Any timber

stitching or localised repairs shall be agreed with

the joiner during construction.

FL Second Floor

25mm timber floor decking 53 1 O
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Vapour Control Layer
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62.5mm Kingspan Kooltherm K118
Insulated Plasterboard (with 50mm Phenolic
insulation and 12.5mm Plasterboard) fixed
to timber frame structure.

Corner bead

Min. 32.5mm Kingspan Kooltherm K118
Insulated Plasterboard beneath window sill

Sealant to back of window frame

Acoustic Rated 60mins Fire Resistant Ceiling System
2no. 15mm Soundbloc board & skim finish ceiling on
British Gypsum MF Frame System complete with
Gypframe GAH2 Acoustic Hanger support plus
100mm acoustic isover insulation.
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The copyright of this drawing is vested with Corstorphine & Wright Ltd and must not be copied or reproduced

without the consent of the company.
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