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Issue: Proposed boundary fences situated within the
RPAs of retained trees.

Solution: Excavations of fence posts for the proposed
fences within RPAs are to be undertaken manually
under arboricultural supervision; posts may need to be
relocated if significant roots (greater than 25mm
diameter) will be affected.
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Issue: Proposed boundary fences situated within the
RPAs of retained trees.

Solution: Excavations of fence posts for the proposed
fences within RPAs are to be undertaken manually
under arboricultural supervision; posts may need to be
relocated if significant roots (greater than 25mm
diameter) will be affected.

; FPAN
\ RN

V4

Q

<O

<

o
.<>4

[Shu

o

-
R0
20 A:-»
/ ~=
s i3
Elec /
V
V
V
o] [oo
=
S —

4342
4349

43.53

43.49

Grass

8
5
S
&S

4377

4348
4358

43.56

Issue: Proposed hard surfacing situated within
RPAs of trees of group 13G.

Solution: Proposed surfacing to be designed in

conjunction with an arboriculturist so that it can
be constructed entirely above the existing soil
level.
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Issue: Proposed boundary fences situated within the
RPAs of retained trees.

Solution: Excavations of fence posts for the proposed
fences within RPAs are to be undertaken manually
under arboricultural supervision; posts may need to be
relocated if significant roots (greater than 25mm
diameter) will be affected.

Indicative only

Sheet Layo

Nos. of trees

Impacts

Trees to be removed

0

Groups / Hedges to be removed (Partial removal of groups)

0(0)

Trees with proposed incursions into RPAs

Groups / Hedges with proposed incursions into RPAs

Trees that will require pruning

Groups / Hedges that will require pruning

Trees to be transplanted

Groups / Hedges to be transplanted

4
4
0
0
0
0

04T Common Ash Fence postsr;”1.8m & knee RPA

10T Cherry Fence posts - 1.8m RPA

12T Silver Maple Fence postsr;”1 .8m & knee RPA
Common Ash;Field .

13G Maple:Hawthorn Pedestrian hard surface RPA

17G Leyland Cypress Fence posts - 1.8m RPA

18G Poplar Fence posts - 1.8m RPA
Common Ash:Field

19G Maple:Hawthorn;Popla Fence posts - 1.8m RPA

20T Cider Gum Fence posts - 1.8m RPA

Arboricultural Impacts - RPASs (Area

04T 11.6 0.0

Common Ash Negligible
10T Cherry 181 Negligible 0.0
127 Silver Maple 374.6 Negligible 0.0
Common Ash;Field
13G Maple:Hawthorn 72.4 16.2 22.4
17G Leyland Cypress 99.9 Negligible 0.0
18G Poplar 79.8 Negligible 0.0
Common Ash;Field .
19G Maple:Hawthom: Popla 72.4 Negligible 0.0
Negligible 0.0

Tree Work Schedule

N

N/A

20T Cider Gum 876
o.

Species

/

No. of individual trees to be removed

No. of groups / hedges to be removed

N/A N
U A
0 0
u A

A N/A
B C

0 0

B C

0(0)

0(0) 0(0) 0(0)

() = Partial removal of a groups

'No Dig' Surfacing

Trees can be affect by construction within the RPAs either through the
direct damage caused by the removal of roots, compaction of the
rooting environment or secondary damage such as poisoning through
leaks and spills (oils, fuels, etc.) or through de-icing (road salt, etc.).

Proposed hard surfacing within the RPAs of retained trees is to be
designed so that it can be situated above the existing soil level and to
minimise any adverse impact upon the tree RPAs, as the use of
traditional foundations can result in excessive root loss through direct
removal of roots during excavation and by compaction of the soil
beneath the excavation, as such this 'traditional’ type of foundation
should be avoided.

When designing hard surfacing that is to be situated within RPAs, the
design team need to pay particular attention to the proposed usage
(pedestrian, domestic traffic, delivery vans, Emergency vehicles, HGVs
etc.), the existing and proposed levels of hard surfacing and finished
floor levels, edging types and details, proximity to tree trunks and
surface rooting, contamination capture, SUDs, etc.

Possible sub-bases (foundations systems) for hard surfacing situated
within the RPAs of retained trees could include:

e A proprietary system such as a multi-dimensional confinement
system (Cellweb TRP or similar);
e Engineered solution such as a road deck, bridge, etc.

An engineered solution is likely require a level of excavation for site
specific investigations to locate roots to aid in foundation design so that
a suitable foundation can be designed to avoid roots and for the
installation the structure.

NB: The use of a multi-dimensional confinement systems and or an
engineered solution will affect the finished level of the hard surfacing by
raising the levels and needs to be taken into consideration when
designing foundations and setting the finished floor levels of adjacent

buildings.

Arboricultural Method Statement

All tree work is to be undertaken in accordance with British Standard
Please refer to Arbtech Consulting Ltd. Tree Schedule, Arboricultural
Method Statement and Tree Protection Plan, for full details of all
surveyed trees and how all aspects of the development maybe
implemented without detriment to retained trees.
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All dimensions should be checked on site. No dimensions are to be scaled from this drawing.

Please notify us of any discrepancies found. Arbtech Consulting Ltd. cannot be held responsible for inaccuracies in
the base drawing in which this plan is based.

This drawing is designed to reflect the principles of the layout or design only, and relates only to the protection of

retained trees.

This drawing is not to be read as a definitive part of the engineering or construction designs or method statement.
An architect or structural engineer should be contacted over any matters of construction, detailing or specification
and for any standards or regulatory requirements relating to proposed structures, hard surfacing or underground

services.

This drawing was produced in colour - a monochrome copy should not be relied upon.
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