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Drainage Notes

1.  All private drainage works to be carried out in accordance with Building Regulations Part
H.

2. All foul water private pipes to be 100mm @ unless otherwise stated. Min gradient 1:80
where connected to a minimum of 1WC, otherwise min 1:40. all surface private drainage
pipes to be 100mm @ unless otherwise stated with a min gradient of 1:100 unless
otherwise stated.

3. All surface water pipes 225mm@ or less to be upvc or similar approved. Surface water
pipes greater than 225mm@ to be precast concrete or similar approved. All foul water
drains up to 225@ to be upvc or similar approved.

4. Private foul water drain route under slab is indicative only; bedding, pipe material and
penetration of property wall details by others.

5. Contractor to review all below slab private drainage and ensure, where required,

foundation penetrations/plinths are provided in accordance with structural engineer

requirements.

*IMPORTANT NOTE * Where retaining walls and plot/garage foundations are in the close

vicinity of private (and adoptable) drainage, all foundations are to be below invert levels

of pipes / tanks as not to cause loading onto drainage.

General Notes:

1. All Works are to be constructed in accordance with Wiltshire Council and the Highways

Agency's Specification for Highway Works (SHW) March 2025 as amended published by

The Stationary Office

All levels relate to the survey which is to Ordnance datum. Dimensions not to be scaled.

Street lighting, illuminated traffic signs, bollards and associated works shall comply with

Wiltshire Council 'Specification for Street Lighting'.

4. Use of this drawing does not absolve the client from their responsibilities under the

Health and Safety: The Construction Design and Management Regulations 2015. The

Principal Designer is required to contact Tumu Consulting prior to permitting this drawing KEY PLAN

to be used in connection with any construction works. —_—

Street name plate positions to be agreed with the Highways inspector on site.

6. The contractor is to check and verify all buildings and site dimensions and levels, including
existing sewer invert levels, before works start on site.

7. Positions of existing services/statutory undertakers apparatus adjacent to or crossing
proposed excavations are to be checked by the contractor prior to starting work.
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