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General Notes:
1. All Works are to be constructed in accordance with Wiltshire Council and the Highways
Agency's Specification for Highway Works (SHW) March 2025 as amended published by

The Stationary Office
2. Alllevels relate to the survey which is to Ordnance datum. Dimensions not to be scaled.
BYPASS DOOR STEEL OPERATING ROPE 3. Use of this drawing does not absolve the client from their responsibilities under the
FIXING EYE ATTACHED TO COVER SLAB E(—_?alt.h and Se.lfety:.The anstructlon Design and Manag.emer?t Regulatlo‘ns‘ 2015.. The ‘
rincipal Designer is required to contact Tumu Consulting prior to permitting this drawing
ACCESS COVER Designers Resdual Rike,see drawing seies 1140 and should be read i conjuncion with
/ (SEE NOTES 2 & 3) Designer Risk Register.
’—> 4. The contractor is to check and verify all buildings and site dimensions and levels, including
LM ﬂj 11 m 1 1 1 1 m B existing sewer invert levels, before works start on site.
< L 5. Positions of existing services/statutory undertakers apparatus adjacent to or crossing
CONCRETE BOX OUT = B | proposed excavations anle to be checked by the contractor prior to starting work.
DOWELLED INTO COVER | | 6. This drawing is to be read in conjunction with and checked against all other drawings,
SLAB 1220 engineering details, specifications and any structural, geotechnical or other specialist
— €35 BENCHING document provided. Any anomalies or contradictions between any of the above is to be
reported to Tumu Consulting before construction begins.
7. The planning, design and construction of sewers shall be in accordance with Appendix C
SUFACE BOX of the Sewer Sector Guidance (SSG), A Design and Construction Guide for Developers, The
Civil Engineering Specification for the Water Industry 8" edition and XXXXXXXXXXX
amendments to CESWI dated may 2023.
STEP RUNGS 8. For all private surfacing refer to Landscape consultants drawings and specifications.
675 MAX FROM COVER TO Construction of private hardstanding to be in accordance with NHBC Part 10 guidance.
FIRST STEP AT 250 9. Refer to Section 38 & 104 drawings for a full set of construction specification notes.
CENTRES GENERAL NOTES
1. WRITTEN APPROVAL OF APPROVED FLOW CONTROL MANUFACTURER REQUIRED FOR
INSTALLATION
2. ACCESS COVER GRADES (DEPTH OF FRAME TO SUIT LOCATION & HIGHWAY
th ROCKER PIPE \ CATEGORY) BS EN 124 CLASS D 400 - CARRIAGEWAY AND PARKING AREAS CLASS B 125
- FOOTWAYS ETC
— 150 THICK C16/20 7 3. ACCESS COVERS TO HAVE A MINIMUM CLEAR OPENING OF 675mm SQ. FOR MAN
CONCRETE SURROUND A T [ / / / | A ENTRY COVERS AND CLEAR OPENING OVER CONTROL DEVICE TO ALLOW REMOVAL OF
WITH SR CEMENT TO BE b A ) DEVICE. WHERE A SEPARATE ACCESS COVER & FRAME IS PROVIDED FOR PENSTOCK
VIBRATED TO FORM F . () OPERATION THE OPENING SHOULD BE SUITABLE FOR T-KEY USE.
| 900 WATERTIGHT SEAL \ 4. CHAMBER SHALL BE SIZED APPROPRIATELY IN RELATION TO PIPES, MAN ACCESS AND
\ REQUIREMENTS OF CONTROL DEVICE.
5. SOFFIT OF CONTINUATION PIPE TO BE NET AT INVERT OF LOWEST INCOMING PIPE.
CONSTRUCTION JOINTS —_ELOW CONTROL DEVICE 6. CONTROL DEVICE TO BE LOCATED TO ALLOW FULL DRAIN DOWN OF WATER WITH NO
IN CONCRETE SURROUND 1220x675 (MIN ) 8 STANDING WATER IN THE CHAMBER.
DISPLACED 150 MIN CLEA)I; OPE(NINC)i IN | N 7. PIPES BUILT INTO MANHOLES SHALL HAVE A FLEXIBLE JOINT AS CLOSE AS FEASIBLE TO
ABOVE OR BELOW JOINT COVER SLAB \ - THE EXTERNAL FACE OF THE STRUCTURE AND THE LENGTH OF THE NEXT ROCKER PIPE
IN CHAMBER SECTIONS T (SEE NOTE 2) 675x675 SHALL BE AS SHOWN.
CLEAR
BENCHING TO BE SHAPED OPENING NOMINAL @(mm) EFFECTIVE LENGTH (m)
TO PROVIDE 500 SQUARE (SEE NOTE 3) 150-600 0.60
LEVEL PLATFORM AT EASE 601-750 1.00
] OF STEP IRONS OVER 750 125
STEP RUNGS 675 8. WHERE THE DISTANCE FROM THE CONTROL DEVICE CHAMBER TO THE PUBLIC SEWER
@ 9 MAX FROM COVER ISUP TO 10m MAX THEN BYPASS PIPEWORK CAN BE LAID BETWEEN CONTROL DEVICE
TO FIRST STEP CHAMBER AND PUBLIC SEWER IN DUPLICATION OF CONTINUATION.
il B 9. STEP RUNGS SHALL BE DOUBLE POLYPROPYLENE ENCAPSULATED.
L N AL ) 10. ALLIN-SITU CONCRETE TO HAVE 50-75mm SLUMP AND TO BE VIBRATED TO FORM
Utﬁ DENSE WATERTIGHT SEAL WITH PRECAST SECTIONS.
N o ¥ 11. BENCHING TO BE C28/35 OR GRANOLITHIC TO FORM DENSE SMOOTH FINISH WITH A

L — UNIT OUTLET 500x500mm FLAT AREA AT BOTTOM OF MAN ENTRY SYSTEM.
12. IN-FILL COVERS OF ANY TYPE SHALL NOT BE USED. WHERE A COVER IS LOCATED IN AN
AREA OF BLOCK PAVING THE FRAME SHALL BE 150mm DEEP.
13. FRAMES FOR MANHOLE COVERS SHALL BE BEDDED IN A POLYESTER RESIN BEDDING
MORTAR IN ALL SITUATIONS WHERE COVERS ARE SITED IN NRSWA ROAD CATEGORIES
1,20R3.

14. LADDERS SHALL BE EITHER STAINLESS STEEL OR GRP. FIXINGS TO BE STAINLESS STEEL.
DOUBLE RUNG STEP IRONS ALSO AVAILABLE.
SECTION B-B 15. WHERE FITTED LADDERS SHALL BE EXTENDABLE TO A HEIGHT OF 1M ABOVE GROUND
LEVEL.
16. WHERE TOE HOLE PROVIDED IN BENCHING. SIZE OF HOLE SHALL BE 150 HIGH x 150
(MIN) DEPTH AND WIDTH. VERTICAL SPACING SHALL BE SAME AS STEP RUNGS.
17. FRAMES FOR MANHOLE COVERS SHALL BE BEDDED IN A POLYESTER RESIN BEDDING
MORTAR IN ALL SITUATIONS WHERE COVERS ARE SITED IN NRSWA ROAD CATEGORIES
1,2 OR 3.
18. UNLESS NOTED OTHERWISE ALL DIMENSIONS ARE IN MILLIMETRES.
BED AND HAUNCH TO 19. USE OF DIVIDING WALL TO BE CONFIRMED WITH ICOSA WATER. AN OVERFLOW MAY
NOTE: ACCESS COVER MH COVER AND FRAME BE REQUIRED IN SOME INSTANCES.
REFER TO MANUFACTURES (SEE NOTES 2 & 3) (SEE NOTE 17) 20. IFIT IS NOT FEASIBLE FOR FLOW CONTROL DEVICE TO BE IN-LINE WITH INCOMING
DESIGN DRAWINGS FOR PIPE GUIDANCE OF FLOW CONTROL MANUFACTURER TO BE SOUGHT AND ICOSA
Ak D o> L] ) A =N WATER TECHNICAL MANAGER APPROVAL REQUIRED.
675 < REINFORCED
CONCRETE COVER SLAB
BEDDED ON A
PREFORMED MASTIC
JOINTING STRIP OR
WITH CLASS M1 OR M2
MORTAR
PRECAST CONCRETE
MANHOLE RINGS. ALL
JOINTS TO BE SEALED
WITH A PREFORMED
MASTIC JOINTING STRIP
OR M1 MORTAR
A FIRST ISSUE 13.07.26 TH BJS
=150 THICK C16/20
CONCRETE SURROUND REV. DESCRIPTION Date BY CHK
WITH SR CEMENT TO BE
VIBRATED TO FORM DESIGN BY:
WATERTIGHT SEAL
'-\
——— FULL HEIGHT DIVIDING WALL. .‘L
WALL TO BE STRUCTURALLY
FLOW CONTROL CHAMBER SCHEDULE INTEGRAL PART OF CHAMBER u m u
OR DESIGN TO BE APPROVED *
Manhole Cover . FLOW
Number Level Pipe Mz?zheole Types CONTROL (SEE NOTE 19)
DEVICE
Coordinates Depth.To Connections Code Inverts Diams Manhole Cover
Soffit ROCKER PIPE
1 11.000 46.934 450 / | CLIENT:
S70 1 -
48.750 T / ROCKER PIPE
Lso1 2000 PEE 0400 (NO CONNECTIONS WITHIN ]
E. 386510.819 1m OF CHAMBER) J - )
0 ——— | ()
N. 153513.905
0 11.001 46.934 225 €35 BENCHING BOTTOM RING TO
1 18.000 43.9%6 225 L HAVE 200 THICK
5180 ! - - ] INTEGRAL BASE DRAWING STATUS:
49.300 — 8 PLANNING APPLICATION
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—~— 50 BLINDING
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