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NEW SHALLOW
DEPRESSION TO PROVIDE
ADDITIONAL EXCEEDANCE
PROTECTION TO THE
DEVELOPMENT FROM
OFFSITE FLOWS - NOT
HYDRAULICALLY LINKED
TO THE PROPOSED
ONSITE DRAINAGE

NEW SHALLOW
DEPRESSION TO PROVIDE
ADDITIONAL EXCEEDANCE
PROTECTION TO THE
DEVELOPMENT FROM
OFFSITE FLOWS - NOT
HYDRAULICALLY LINKED
TO THE PROPOSED
ONSITE DRAINAGE

ADOPTABLE S104 FOUL WATER SEWER AND
MANHOLE

__ADOPTABLE S104 SURFACE WATER SEWER
AND MANHOLE

ADOPTABLE S104 SURFACE WATER
HEADWALL

MANAGEMENT COMPANY SURFACE WATER
SEWER AND MANHOLE (Built to adoptable standards)

MANAGEMENT COMPANY SURFACE WATER
FLOW CONTROL CHAMBER

MANAGEMENT COMPANY SURFACE WATER
HEADWALL

. MANAGEMENT COMPANY EXCEEDANCE
DEPRESSION DRAINAGE CONNECTIONS

ADOPTABLE 5104 EASEMENT
> EXISTING FOUL WATER SEWER
— EXISTING RISING MAIN
IENNENNNEPROPOSED CULVERT
———————— PROPOSED DIVERTED WATERCOURSE

SSSSSSSS

-~ EXISTING DITCH TO BE RETAINED

SSSSSSSS

~ < < EXISTING DITCH TO BE REMOVED

S ST ST

ENGINEERING LEGEND
100.000/  FINISHED FLOOR LEVEL (House/Dwelling)
@00.0003 FINISHED GARAGE LEVEL

10000, PROPOSED FINISHED LEVEL

EXISTING GROUND LEVEL TIE-IN

100'00$ (Exact level to be confirmed by the contractor and any
discrepancies reported prior to commencement of any works)

PART M4 ACCESS LOCATION.
PART M4 THRESHOLD STEP

GRADIENT

UNDERBUILD (mm) (UB represents maximum height of
underbuild beneath normal anticipated outside ground level of
150mm below DPC)
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TANKING (mm) (T represents maximum height of tanking
from normal DPC level)

RETAINING WALL (mm) (RW represents maximum
height. Refer to structural engineers drawings for details.
Appropriate detail based on height and loading/use)

GRAVEL BOARD (mm) (GB represents maximum height.
Refer to structural engineers drawings for details. Appropriate
detail based on height and loading/use)

SLIP PROOF STEPS & LANDING (In accordance with
Part M to be used Handrail to be provided where there are 3 or
more steps to structural engineers details) (Max 0.15m riser, and
0.28m going min)
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- \CL51.60 height 0.59m @ 1:3 in rear gardens. Where slopes are steeper
° than 1:6, a Geotechnical engineer may be required to conform
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