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NEW PANELLED ESCAPE
DOOR TO MATCH EXISTING PANELING

NEW GLAZED ENTRANCE DOORNEW GLAZED SHOP FRONTAGE
TO RECEIVE PAINT FINISH

ENTIRE FRONTAGE TO BE PREPARED
FOR PAINTING

NEW SIGNAGE BY OTHERS
UNDER SEPARATE COVER

LIGHTING
POINT

LIGHTING
POINT

MAIN ENTRANCE

TIMBER FACING COLUMNS 1
AND 2 .
EXISTING TIMBER CLADDING
TO EXTERNAL FACADE TO BE
REPLACED WITH 18MM
PREMIUM
QUALITY EXTERNAL DURA
PLYWOOD WITH PLANTED ON
MOULDS TO MATCH EXISTING
PANELLING, ALL PREPARED
FOR PAINTING

EXTERIOR PAINTING SPECIFICATIONS
FOR WOODWORK: FRONT/ REAR ELEVATIONS AND FLAT ROOF - ALL FLOORS
UNLESS OTHERWISE NOTED

WHERE PAINT COATINGS ARE FLAKING, BUBBLED, BUILT UP IN CORNERS OR
UNSTABLE, THESE WILL BE BURNT OFF, OR REMOVED BY RAKING WITH A SHAVE
HOOK TO BARE TIMBER.
THE SURFACES WASHED DOWN THEN SANDED WITH ABRASIVE UNTIL SMOOTH, AND
FILLED EITHER WITH LINSEED PUTTY OR WOOD FILLER.
NO CELLULOSE FILLERS WILL BE USED ON TIMBER.
DEFECTIVE PUTTY TO BE RAKED OUT, REBATES PRIMED AND PUTTY RE-RUN.
BARE TIMBER TO BE GIVEN 1 PRIMING COAT OF OIL BASED PRIMER.
BRING FORWARD WITH 1 UNDERCOAT AND 1 GLOSS COAT.
TIMBER WILL BE SANDED DOWN BETWEEN COATS.

REFER TO EXTERNAL ELEVATIONS OR APPROVED SIGNAGE SCHEME BY
HARTBRIGHTS FOR COLOURS.

NB ALL EXISTING GULLIES/DOWN PIPES AT HIGH LEVEL TO BE HAVE ALL VEGETATION
REMOVED, M.C TO ALLOW FOR ALL NECESSARY REPAIRS AND ATTENDANCYS
RAINWATER GOODS
ALL RAINWATER GOODS ARE TO BE CLEANED OFF ALL DEBRIS AND LEFT CLEAR AND
FREE RUNNING. PLASTIC/CAST IRON SURFACES SHALL BE WASHED DOWN AND
LEATHERED OFF.
WHERE  GUTTERING HAS BECOME UNCLIPPED FROM EXISTING BRACKETS/JOINTS IT
SHALL BE RECLIPPED.

REMOVE ALL REDUNDANT CABLING, AND FIX IN TIDY MANNER ANY WORKING CABLES

M.C TO ALLOW FOR REPLACING ANY DAMAGE RWP/GUTTERS ETC TO MATCH
EXISTING BE IT PLASTIC OR CAST IRON

EXISTING GLAZING
ITS THE RESPONSIBILITY OF THE CONTRACTOR TO VISIT SITE AND ASCERTAIN
EXISTING SITE CONDITIONS. THE CONTRACTOR SHALL PRIOR TO ANY PREPARATORY
WORK DRAW THE PROJECT ADMINISTRATOR’S ATTENTION TO ALL CRACKED OR
BROKEN GLAZING AND ALLOW FOR WITHIN THERE TENDER. INCLUDE FOR CUTTING
BACK ANY EXISTING OVER PAINTING ON THE WORKING SIDE OF ALL GLASS TO A LINE
OF THE EDGE OF THE PUTTY.
GLAZING PUTTIES
ALL CRACKED LOOSE OR OTHERWISE DEFECTIVE PUTTIES SHALL BE HACKED OUT
COMPLETELY AND THE REBATE CLEANED OUT AND COATED WITH THE APPROPRIATE
PRIMER, ALLOWED TO DRY AND REPUTTIED WITH THE APPROPRIATE PUTTY.

EXISTING STALL RISER TO
REMAIN, M.C TO ALLOW FOR
NEW INFILL STALL RISER TO
MATCH EXISTING AS PART OF
THE NEW SHOP FRONTAGE.
FRONT FACE OF STALL RISER
TO BE FACED IN A BLACK
EXTERNAL TILE

EXISTING FASCIA TO HAVE ALL
ROTTED TIMBERS/MOULDINGS
REPLACED AS DEEMED
NECESSARY
TO MATCH EXISTING ALL
PREPARED
FOR PAINTING

REFER TO NOTES ON THIS
DRAWING
REGARDING THE UPKEEP OF
THE EXISTING BAY
WINDOWS/TIMBER FRAMES.


	Cover 2_PLANNING
	Cooper & Co Spec_Planning
	Front Elevation 2_Planning
	Salisbury plan 6-Elevations as proposed_09_A1 (2) (3)_



