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To: Development Management From: Drainage Team (Aayushi Kochar) 

 

Planning App Ref:                         PL/2026/04050 

Service Ref:                         Drainage  

Date:                         05/08/2026 

 
 

 
PROPOSAL  
Full planning application 
Installation of a pumping station 
 
SITE LOCATION 
 
Center Parcs, Picket Post, Corsley, Warminster, BA12 7PU 
  
SUMMARY OF THE CONSULTEE POSITION 
 

Object  

Holding Objection: Further information required X 

Support  

Comment  

No objection  

No objection subject to conditions   

Consultation not required  

 
 
APPLICATION DOCUMENTS REVIEWED 
 

• Application Form  

• Civil Engineering Specification  

• Drainage Layout  

• Planning Covering Letter  

• Site Layout  

• Site Location Plan  

• Site Sections 
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ASSESSMENT OF THE PROPOSAL 
 
Context 
In planning terms, flood risk refers to the potential for development to increase the likelihood or 
severity of flooding on-site or elsewhere, while drainage considerations relate to the capacity 
of the site and surrounding infrastructure to manage surface water runoff in a sustainable and 
effective manner. 
 
The local planning authority must be satisfied that the proposed development will not increase 
flood risk, either on-site or elsewhere, and that surface water will be managed in a sustainable 
and coordinated manner.  
 
Where necessary, planning conditions or legal agreements may be used to secure the 
implementation, maintenance, and monitoring of SuDS and other drainage infrastructure. 
 
Assessment  
 
The application seeks the installation of a replacement foul water pumping station and 
associated storage tanks to the north of the existing PS3 pumping station.  
 
The applicant has confirmed that the site lies within Flood Zone 1 and is not located within an 
area at risk of flooding. Surface water is proposed to be managed through existing drainage 
arrangements and sustainable drainage methods where applicable. The application states that 
the proposal will not increase flood risk elsewhere. However, no drainage strategy has been 
submitted so therefore the LLFA cannot comment on any proposals at this stage. 
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RECOMMENDATION  
 
Holding Objection: Further information required 
 

1. The developer should provide the following information as part of future 
planning applications in accordance with Wiltshire Council requirements, NPPF, 
PPG and Non Statutory Technical Standards for SuDS: 

 

• Clarify whether the proposed development will lead to an increase in impermeable 

area. If so, the applicant must provide a drainage strategy to deal with this additional 

surface runoff. 

• The strategy mimics the existing drainage characteristics of the site by retaining and 

utilising any existing drainage features. 

• If infiltration is proposed, it is implemented in manner that does not create an offsite 

impact, particularly if there are reports of groundwater flooding in the area. 

• Existing pre and post development runoff rates for the site, in accordance with Wiltshire 

Council’s betterment policy update, which can be found here. 

• Calculations that demonstrate the sizing of any attenuation/ SuDS features and cross 

section drawings of these features.  

• Evidence that the total discharge from the site will not be increased as a result of the 

development. 

• Soakaway testing in accordance with BRE365, and groundwater level monitoring 

(taking into account seasonal variations). 

• Evidence that the surface water disposal hierarchy has been applied. 

• Calculations that demonstrate the sizing of any additional storage volume features and 

cross section drawings of these features.  

• The surface water drainage strategy should demonstrate that: 

o The 1 in 30-year rainfall event is contained within the drainage system without 

causing flooding to any part of the site. 

o The site has been designed to ensure that flows in excess of the 1 in 100-year 

rainfall event are managed in exceedance routes that minimise the risks to 

people and property. 

• Pre and post development exceedance routing that demonstrates flood risk is not 

increased elsewhere.  

• Evidence that the proposed drainage design provides a sufficient level of water 

treatment. 

• Consent for any outfalls from the proposed drainage systems into a public sewer or 

other drainage system not owned by the applicant.  

• Details of how the proposed and existing drainage features on the site will be 

maintained and managed after completion with confirmation from the relevant authority 

that they will adopt any systems that are being offered for adoption. 

 
 
 
 
 
 
 
 
 
 
 

https://www.wiltshire.gov.uk/media/13768/Wiltshire-Council-Drainage-Betterment-Strategy/pdf/Wiltshire_Council_Drainage_Betterment_Strategy__June_2024.pdf?m=1722853895633
https://www.gov.uk/government/publications/national-standards-for-sustainable-drainage-systems/national-standards-for-sustainable-drainage-systems-suds#standard-1-runoff-destinations
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INFORMATIVES 
The applicant is reminded of their riparian responsibilities for maintaining flows within ordinary 
watercourses. Guidance on riparian ownership can be found here Owning a watercourse - 
GOV.UK (www.gov.uk)” 
 
Prior to any works commencing on the upstream drainage network, the approved outfall 
structure and flow control device shall be fully constructed, tested, and commissioned. No 
discharge to the receiving system (including watercourses, waterbodies, sewers, or drains) 
shall occur until these measures are operational to ensure compliance with agreed discharge 
rates and prevent an increase in flood risk elsewhere. 
 
To aid in the development of compliant drainage strategies, the following are recommended 
without prejudice. These are based on the National Standards for SuDS. We would recommend 
also utilising the best practice guidance within The SuDS Manual, and Getting SuDS Right from 
the Start: 
 

Standard Best Practice Considerations  

Standard 1 – Drainage Hierarchy • Retain and enhance existing natural drainage features where 

possible.  

• Use site layout to maximize opportunities for infiltration and 

above-ground conveyance. 

• Identify how communal rainwater harvesting can be utilised 

to help improve viability of inclusion. 

• Identify whole-life cost-benefits such as water bill reductions 

for implementing rainwater harvesting.  

Standard 2: Interception • Use green roofs, permeable paving, rain gardens, and 

bioretention to maximize interception.  

• Distribute source control features throughout the site for 

maximum effectiveness.  

• Provide a maintenance plan to ensure interception features 

remain effective. 

Standard 3: Management of 
Extreme Rainfall and Flooding 

• Use topographical surveys to identify and preserve natural 

overland flow routes. 

• Design SuDS features with freeboard and overflow routes. 

• Ensure safe access and egress during extreme events. 

• Consider overland flows originating from outside redline 

boundary 

• Consider how the drainage systems will perform in the event 

of blockage and failure  

Standard 4: Water Quality • Use vegetated SuDS (swales, ponds, wetlands) for effective 

pollutant removal. 

• Include forebays or sediment traps upstream of main SuDS 

features. 

• Provide a maintenance plan for regular removal of silt and 

debris. 

Standard 5: Amenity • Use gentle side slopes, accessible paths, and seating to 

make SuDS features usable and attractive. 

• Involve local communities in the design of SuDS spaces. 

Standard 6: Biodiversity • Design SuDS to create wetland mosaics, wildlife corridors, 

and habitat connectivity. 

• Consider how SuDS can help provide wider BNG benefits / 

credits to the site  

Standard 7: Construction, 
Operation, Maintenance, 
Decommissioning, and Structural 
Integrity 

• Plan for safe access for maintenance.  

• Include decommissioning plans for temporary features. 

 

https://www.gov.uk/guidance/owning-a-watercourse#owners-your-responsibilities
https://www.gov.uk/guidance/owning-a-watercourse#owners-your-responsibilities
https://www.gov.uk/government/publications/national-standards-for-sustainable-drainage-systems/national-standards-for-sustainable-drainage-systems-suds

