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Notes

1.  THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL RELEVANT
ARCHITECTS AND ENGINEERS DRAWINGS, DETAILS AND
SPECIFICATIONS.

2. ALL WORK TO BE CARRIED OUT IN ACCORDANCE WITH THE RELEVANT
BRITISH STANDARDS, CODES OF PRACTICE AND BUILDING PRACTICE.

3. ALL DIMENSIONS TO BE CHECKED PRIOR TO STARTING THE WORKS
ON SITE. ANY DISCREPANCIES TO BE REPORTED TO THE ENGINEER
IMMEDIATELY.

4. ANY DISCREPANCIES BETWEEN THE INFORMATION INDICATED ON
THIS DRAWING INCLUDING ALL ASSUMED INFORMATION AND THAT
DISCOVERED ON SITE OR PROVIDED BY OTHERS, MUST HIGHLIGHTED

IMMEDIATELY TO THE ENGINEER BEFORE THE AFFECTED WORKS
PROCEED.

5. NO HOLES, CHASES, CUT-OUTS OR WORKS THAT RESULT IN THE
REMOVAL OF THE STRUCTURAL SECTION ARE TO BE FORMED IN ANY

STRUCTURAL ELEMENT UNLESS FULL WRITTEN APPROVAL HAS BEEN
OBTAINED FROM THE ENGINEER.

6. FORALL RELEVANT CONSTRUCTION NOTES SEE DRG.25-4199-999.

CDM RESIDUAL RISKS

THERE ARE NO RESIDUAL RISKS THAT A
COMPETENT CONTRACTOR SHOULD NOT
BE ABLE TO EFFECTIVELY MANAGE

TEMPORARY WORKS DESIGN

THE CONTRACTOR IS RESPONSIBLE FOR
ALL TEMPORARY WORKS DESIGN AND
DETAILS THAT ARE REQUIRED TO INSTALL
THE PERMANENT WORKS. FULL DETAILS
ARE TO BE SUBMITTED TO THE CA PRIOR

TO COMMENCEMENT OF THE WORKS FOR
COMMENT
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