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Buildings 14 & 17 - Typical Stepped lead gutter termination

= = K —
K < K < < ) (
N >~ <) < >
K < K < < ) W
N >~ <) < —
K < K < < ) (
N >~ <) < —
K < K < < ) (
N >~ <) < —
K < K < < ) (
N >~ <) < —
P K < < ) (
TN N < = —
K < K < < ) (
N >~ <) < —
K < K < < ) (
< o < = —
%\ />—<\ />—<\ 9
< :4
K <
ol O
N NN
<)
K <
<)
K <
N
K <
( :~|
K <
N
K <
<)
K <
<)
K H:I
<)
K < ‘
— =) L
K 9 .
—~ Interior
K )

822.1/) scALE 1:5 @ A1

Scale 1:5@A1

0.2

0.35

0.5

0.75m

Slate roof

Treated timber firrings

Insulation layer

Plasterboard ceiling with skim finish

Plasterboard with skim finish

Stepped lead rainwater gutter

Stepped lead gutter flashing

Cast-iron gutter

Rolled timber lead ridge rolls

j
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I

Slate roof

J

Brick corbelling

Insulation layer

9006

P

AN

J§

<

Cavity closer

Thermal cavity lintel

—
I I I S S S | D B B DI B -

Stepped flashing to step with roof profile

Hardwood tilting fillet with lead dressed over

Stepped lead gutter flashing

Insulation layer

Interior

02 " Buildings 14 & 17 - Typical Stepped lead gutter level transition detail

R
I, ) ' aat, '
C o)

I I I S S S S B S S S S I B DI DI B -

822.1/ scALE 1:5 @ A1

Treated timber firring

Insulation layer

Vapour control layer

Plasterboard ceiling with skim finish

Plasterboard with skim finish

No. Notes

1.  Dimensions to be verified on site. Only figured dimensions to be
used and any discrepancies in dimensions are to be reported to the
architect. No dimensions are to be scaled from printed drawings.
Any areas indicated on this drawing are for guidance only. No
responsibility is taken for their accuracy.

2. There is a risk of injury or death in construction if the works are not
properly planned and supervised. The contractor must not
undertake any element of the work without first having carried out
the necessary risk assessments and prepared detailed method
statements.
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