
CELLULAR ATTENUATION INFILTRATION SYSTEM

DIMENSIONS
22.000M WIDTH
1200MM DEPTH
15.000M LENGTH
VOLUME: 396M3

INFILTRATION SYSTEM TO BE CONSTRUCTED
FROM GEOCELLULAR ATTENUATION CRATES AT
95% POROSITY

PERFORATED PIPE TO BE INSTALLED THROUGH
LENGTH OF ATTENUATION TO PROVIDE MEANS
OF SURFACE WATER CONVEYANCE AND
DISCHARGE

IMPERMEABLE ROOF CATCHMENT AREA
DISCHARGES TO BIORETENTION

IMPERMEABLE ROOF CATCHMENT AREA
DISCHARGES TO BIORETENTION

CPT02 - PROPOSED CATCHPIT

VTX02 - PROPOSED VORTEX SEPARATOR

INT02 - PROPOSED CLASS 1 FULL
RETENTION FUEL / OIL SEPARATOR

CPT03 - PROPOSED CATCHPIT

VTX03 - PROPOSED VORTEX SEPARATOR

INT03 - PROPOSED CLASS 1 FULL
RETENTION FUEL / OIL SEPARATOR

CHKDDESCRIPTIONREV DATE BY

MODEL REFERENCE:

PROJECT:

CLIENT:

CHECKED BY:

DATE:SCALE: 

TITLE:

DRAWN BY:

· THIS DOCUMENT IS COPYRIGHT OF THE ORIGINATOR AND MUST BE TREATED AS
CONFIDENTIAL

· THIS DOCUMENT MUST NOT BE ALTERED, REPRODUCED OR DISTRIBUTED   WITHOUT
PRIOR WRITTEN CONSENT OF THE ORIGINATOR

· THIS DOCUMENT MUST NOT BE ALTERED - THE ORIGINATOR ACCEPTS NO RESPONSIBILITY
FOR ANY DISCREPANCIES ARISING AS A RESULT OF THE ORIGINATORS INFORMATION
BEING ALTERED BY OTHERS

· ANY DISCREPANCY MUST BE REPORTED TO THE ORIGINATOR
· DO NOT SCALE THIS DOCUMENT - EXCEPT FOR TOWN & COUNTRY PLANNING APPLICATION

PURPOSES
· ALL DIMENSIONS MUST BE CHECKED ON SITE PRIOR TO COMMENCEMENT OF ANY RELATED

WORKS
· THIS DOCUMENT MUST BE READ IN CONJUNCTION WITH ALL SUPPORTING DOCUMENTS

PRODUCED BY THE ORIGINATOR AND OTHER PROJECT DISCIPLINES
· THE ORIGINATOR ACCEPTS NO RESPONSIBILITY FOR THE ACCURACY OF BACKGROUND

INFORMATION PRODUCED BY THIRD PARTIES - THIS MUST BE TREATED AS INDICATIVE
ONLY

· USERS OF THIS DOCUMENT ARE RESPONSIBLE FOR CHECKING WHICH REVISION IS
CURRENT

· THE DOCUMENT STATUS "INFORMATION" OR "PRELIMINARY", INDICATES THAT THIS
DRAWING IS FOR REFERENCE PURPOSES ONLY - THE ORIGINATOR WILL ACCEPT NO
RESPONSIBILITY FOR THE COMPLETENESS OF INFORMATION UNDER THIS STATUS

· THE DOCUMENT STATUS "RECORD" OR "AS BUILT" HAS BEEN PREPARED, IN PART, BASED
UPON INFORMATION FURNISHED BY OTHERS. WHILE THIS INFORMATION IS BELIEVED TO BE
RELIABLE, THE ORIGINATOR ASSUMES NO RESPONSIBILITY FOR THE ACCURACY OF THIS
"RECORD" OR "AS BUILT" DOCUMENT OR FOR ANY ERRORS OR OMISSIONS THAT MAY HAVE
BEEN INCORPORATED INTO IT AS A RESULT OF INCORRECT INFORMATION PROVIDED TO
THE ORIGINATOR. THOSE RELYING ON THE "RECORD" OR "AS BUILT" DOCUMENT ARE
ADVISED TO OBTAIN INDEPENDENT VERIFICATION OF ITS ACCURACY

DISCLAIMER NOTES:

DRAWING NOTES:

ORIGINATOR:

STATUS:

@   A1

IN ASSOCIATION WITH:

PROJECT NUMBER:

APPROVED BY:

DESCRIPTION:

www.ridge.co.uk

PROJECT: ORG: FUNCTION: SPATIAL: FORM: DISCIPLINE: NUMBER: REV:

5032745

WILTSHIRE POLICING HUB
OLD SARUM

SURFACE WATER DRAINAGE PLAN
SHEET 1 OF 2

KW JM AB

1:250 08/06/2026

5032745 RDG ZZ ST D C 520501 P02

CDM REGULATIONS 2015
SIGNIFICANT OR NON-OBVIOUS RISKS AND RISKS WHICH ARE DIFFICULT TO MANAGE
ARE IDENTIFIED ON THIS DRAWING USING THE FOLLOWING SYMBOL IDENTIFIED TO
THE RIGHT WITH BRIEF ACCOMPANYING TEXT. FOR FURTHER DETAILS OF THE RISKS
IDENTIFIED BY DESIGNERS, REFERENCE SHOULD BE MADE TO CDM HAZARD
REGISTER.

5032745--RDG-XX-XX-D-C-0501 SW DRAINAGE

DRAFT ISSUE 19/06/2026 KW ABP01

S2    FOR INFORMATION

2 4 6 8 102

SCALE 1:250 m

N

LEVELS ARE NOT FINAL AND ARE SUBJECT TO CHANGE

LEVELS ARE BASED ON THE FOLLOWING TOPOGRAPHIC SURVEY:
1141-623_Mitre Way Salisbury_Topo Survey - DATED SEP 2023

INFILTRATION RESULTS ARE BASED ON THE FOLLOWING GROUND INVESTIGATION RESULTS:
5021146-RDG-XX-ST-DOC-C-00GCA01 - DATED FEB 2025

CLIENT LOGO ADDED 17/08/2026 KW ABP02

AutoCAD SHX Text
%%USURFACE WATER DRAINAGE KEY

AutoCAD SHX Text
KEY

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
New chamber and sewer/drain

AutoCAD SHX Text
Cellular infiltration system


	Sheets and Views
	Layout1


