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Adjacent Properties and Boundaries are shown for illustrative purposes only and have not been 
surveyed unless otherwise stated.

All areas shown are approximate and should be verified before forming the basis of a decision.

Do not scale other than for Planning Application purposes.

All dimensions must be checked by the contractor before commencing work on site.

No deviation from this drawing will be permitted without the prior written consent of the 
Architect.

The copyright of this drawing remains with the Architect and may not be reproduced in any 
form without prior written consent.

Ground Floor Slabs, Foundations, Sub-Structures, etc. All work below ground level is shown 
provisionally. Inspection of ground condition is essential prior to work commencing.

Reassessment is essential when the ground conditions are apparent, and redesign may be 
necessary in the light of soil conditions found.  The responsibility for establishing the soil and 
sub-soil conditions rests with the contractor.
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Min 50mm ventilation gap

Vapour permeable Roofing Underlay
(Spec Ref: H62:235)

Code 6 lead roof on paper with 
preservative treated wood-cored rols

22mm ply sheeting Class 3 
exterior grade
(To SE Spec)

50mm Thermal Insulation
(Spec Ref: P10:125B)

150mm Thermal Insulation
(Spec Ref: P10:125A)

Air and Vapour control membrane
(Spec Ref: P10:320)

50x200mm pressure treated timber rafters 
with 50x100mm blocking

(To SE Spec)

Internal lining TBC

Code 4 lead kerb flashing dressed over 
kicking fillet and onto timber kerb. All 
lead joints should be welted to stop 
rainwater ingress

Double Glazed rooflight from Standard 
Patent Glazing
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