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| To: | Selina (Nina) Parker-Miles | From: [ Drainage Team (Arun Govind T) |
Planning App Ref: PL/2026/03861
Service Ref: Drainage
Date: 07/09/2026
PROPOSAL

Approval of details reserved by a condition
Discharge of Conditions 4 (Landscape and Ecology Management Plan) & 5 (Surface Water
Drainage Strategy) of PL/2025/07252.

SITE LOCATION
Trowbridge Town Football Club, Woodmarsh, North Bradley, Trowbridge, BA14 0SA

APPLICATION DOCUMENTS REVIEWED

e Application Form

e Decision Notice - PL202507252
e Surface Water Drainage Plan

e Surface Water Drainage Strategy
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ASSESSMENT OF THE PROPOSAL
Context

In 2026 The LLFA had the following Condition 5 (Surface Water Drainage Strategy) for
which information was required before these could be discharged

5. Prior to the buildings being first brought into use, the applicant must submit a surface
water drainage strategy for the additional created impermeable area.

The submitted details must also indicate the finished floor level uplift compared to the
existing ground level for the proposed buildings.

REASON: To ensure that any flood risk will not be increased and shall be appropriately
mitigated to adjacent land as a result of the proposed development.

NOTE. Pursuant of the above it is acknowledged that this may refer to previous surface
water drainage installations.

Assessment

The strategy estimates that 45 m? roof area (of function room and toilet block) will generate
approximately 2,835 litres of runoff per month under average rainfall conditions which will be
collected via gutters and stored in four 2500-litre rainwater harvesting tanks for reuse in
irrigating the football pitches. The runoff from the storage unit will be collected via gutters and
discharged into the French drain running along the eastern boundary of the site.

The applicant should clarify the post development discharge rate, overflow arrangements for
the water storage tanks, including any connection to the proposed French drain, and confirm
whether the French drain is within their ownership and has sufficient capacity to accommodate
additional surface water runoff.
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RECOMMENDATION

Condition 5 cannot be discharged until the following information is submitted and accepted by
the LLFA:

e The applicant is required to clarify whether the proposed post development discharge
rate to the downstream ditch will be increased as a result of the development.

e Confirmation that downstream culvert system is within the applicant’'s ownership and
that it has sufficient capacity to accommodate discharge rates from the site.

e The applicant must provide a drawing outlining the post-development exceedance
routes to demonstrate there will be no increase in flood risk to highway.

e Clarification of the overflow arrangement from the RWH storage tanks.
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INFORMATIVES

e Prior to any works commencing on the upstream drainage network, the approved outfall
structure and flow control device shall be fully constructed, tested, and commissioned.
No discharge to the receiving system (including watercourses, waterbodies, sewers, or
drains) shall occur until these measures are operational to ensure compliance with
agreed discharge rates and prevent an increase in flood risk elsewhere.

e Wiltshire Council is the land drainage authority under the Land Drainage Act 1991.
Land drainage consent is required if a development proposes to discharge flow into an
ordinary watercourse or carry out work within 8m of an ordinary watercourse.

An ordinary watercourse is a watercourse that does not form part of a main river. The
term watercourse includes all rivers and streams and all ditches, drains, cuts, culverts,
dikes, sluices, sewers (other than public sewers within the meaning of the Water
Industry Act 1991) and passages, through which water flows.

Wiltshire Council’s land drainage bylaws can be downloaded here. The land drainage
consent application form and guidance notes can be found on our website here

e All new drainage will need to comply with Building Regulations Part H.
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