Shed

o

rear garden

0¢SY,

retaining wall/stairs to be
set back to allow for
minimun width of 1100mm
bewteen building and
retaining wall.
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1 l New External wall to match existing:
41 04,4504,\/ 900 584 P 1 130 ’[V 100() { 102.5mm thick facing brickwork outer leaf to
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match existing adjacent brickwork, 100mm

overall cavity fully filled with insulation cavity
batts, 100mm thick blockwork inner leaf,
12.5mm plasterboard on 15mm plaster dabs
with joints taped with insulation tape to act as
vapour control layer with 3mm layer smooth
plaster skim coat prepared to receive paint
decoration finish.

All external and internal walls/ partitions to
receive to be 150mm deep moisture resistant
MDF skirting boards with paint decoration
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Sun room 2313
Extended

PROPOSED EXTENSION - 1600

Extend Sunroom — Py finish.
- remove door ?)— i
& window % . Kitchen to be mechanically ventilated to give a
K”C hen minimum extract rate of 30 litres/sec, (if located
7 5 above cooker), and 60 litres/ sec, (if located
Remove high . Sq m elsewhere). All ventilation extract points, (except
level window kitchen extract hoods), to be by 'Vent Axia', extractor
demolish existing unit through the external wall to outside air where
external wall possible, with 15 minutes overrun and operated by
integral humidistat. Exact location of extract points/
vents to be determined on site by main contractor
1 and be dependant on final client approved kitchen
demolish wall replace door layout.
and relocate with a window
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Study ]
755q m —= A Existing kitchen to be
. e stripped out and space
D| niN g ﬁ converted to a study
Room " §>
2504
Existing —
chimney to
be removed 2600 E@r
]
N Shower room to be

mechanically ventilated to
give a minimum extract
rate of 15litres/sec.
Ventilation to be by 'Vent
Axia', extractor unit
through the external wall
with 15minutes overrun.
New bathroom Exact location of vents to
[ F ] under stairs be determined on site.
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Existing block wall
to be drylined on dabs where i
exposed made good and
skimmed to receive finishes
as required
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CONTRACTOR TO CHECK ALL DIMENSIONS ON SITE BEFORE FABRICATION

REVISION
A - High level window removed
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