EXISTING RUBBLE STONE WALL
HEIGHT 1200mm
WIDTH UNKNOWN

PAVEMENT 1,7m wide approx

MAIN ROAD STREET

GROUND LEVEL

COPING DETAIL TBC

RECLAIMED RUBBLE STONE FROM THE EXISTING WALL.
BLENDED WITH 50-70% NEW STONE TO MATCH.
FACING STONE THICKNESS - 200mm

MAX WALL HEIGHT 1200mm e———

BACKFILL/DRIVEWAY LEVEL

WALL TIES
900mm APART HORIZONTALLY
450mm APART VERTICALLY

PAVEMENT 1,7m wide approx

MAIN ROAD STREET

EXISTING RETAINING WALL DETAIL

1200

EXISTING GARDEN LEVEL RETAINED

SINGLE SIZED CLEAN FREE
DRAINING STONE,
WRAPPED IN PERMEABLE
MEMBRANE

MASINRY TO BE MIN. 7,3N/mm?

100mm PERFORATED LAND DRAIN
WRAPPED IN PERNABLE MEMBRANE.
DISCHARGE TBC ON SITE.

\-‘ GEN3 MASS CONCRETE FOOTING

850

TAKEN INTO SUITABLE BEARING STRATA

NEW RETAINING WALL DETAIL

o, SELBY

Client: Scale:
1:20 @ A3
Description: Date:
Retaining Wall Detail September 2026

330 The Street, Trowbridge BA14 6QH

Office : 01225 571350
Email : info@selbylandscapes.com




