
Hi Joe,  

Ref: Pavenhill Farm, Purton – PL/2026/04314 

As requested, please find below a summary of the supporting documentation being submitted 
in relation to the above Reserved Matters (RM) application. 

In response to the drainage design comments received on 26/08/2026, we have enclosed the 
following documents to address the matters raised and demonstrate compliance with the 
requirements identified: 

• 250814-LHC-D – A – Drainage Layout-A1 
• 250814-LHC-D – 002 – Manhole Schedules-A2 
• 250814-LHC-D – 003 – SW Drainage Long Sections-A1 
• 250814-LHC-GA – 001 – C – Engineering Layout-A1 
• 250814-LHC-SK-004- A- SuDS Pond Sections & Details-A1L 
• South_Pavenhill_Full_LLFA_Drainage_Technical_Note v1 
• SW Purton 3 
• Justification for the Omission of Rainwater Harvesting Systems - Purton 

Comments received; 

Drainage - Condition 19: Notwithstanding the submitted Flood Risk Assessment and Drainage 
Strategy, no development shall commence on site until a detailed drainage scheme based on 
sustainable drainage principles (SuDS) has been submitted to and approved in writing by the 

local planning authority. The scheme will: 

i. provide plans and calculations for the drainage system design showing designated holding 
areas and conveyance routes based on no flooding on site for a 1 in 30 year plus climate change 
rainfall event, including allowance for 10% urban creep, and setting MADD Factor /Additional 
storage within the hydraulic model as 0m3/ha;  

ii. provide plans and calculations for the drainage system design showing attenuation is sized to 
fully attenuate the 1 in 100yr plus climate change rainfall event;  

iii. include plans with pipe/link and manhole/node numbers that correlate to the calculations; 

iv. include a sensitivity analysis on the drainage network considering surcharged outfall 
conditions; 

v. show exceedance routes for flows in excess of the 1 in 100 years plus climate change event 
are safely managed and do not pose a risk to people or property; 

vi. demonstrate that the finished floor levels are above the maximum predicted 100 year flood 
levels or, if no flooding is predicted, at least 150mm above (or a height to be agreed with the 
local planning authority) the surface water drainage cover levels; 

vii. provide a timetable for its implementation; and  



viii. provide a management and maintenance plan for the scheme for the lifetime of the 
development. 

Condition 20: No development shall commence on site until a construction management plan, 
which shall include monitoring of, and measures to retain, the existing vegetation across the 
site, together with details of drainage arrangements during the construction phase, has been 
submitted to and approved in writing by the local planning authority in consultation with the 
Lead Local Flood Authority. 

Drainage (2) - The applicant has provided a CMP and the LLFA have no further comment to 
make on Condition 20. 

Following a review of the information provided, Conditions 19 cannot be discharged until the 
following information is submitted and accepted by the LLFA: 

- Section 5.0 of the Soakaway Factual Report states that infiltration testing at ONS-5 did not 
provide infiltration rates. Despite this, the proposed infiltration basin is proposed at the location 
of ONS-5. The applicant must provide a justification for proposing the basin in this location 
where there are no infiltration test results when testing was completed at all other trial pits 
across the site. 

- To demonstrate adherence to Standard 1 (paragraph 1.2) of the NSS, the applicant must 
outline how rainwater harvesting will be incorporated into the drainage strategy.  

-  The applicant must provide the detailed calculations of the surface water drainage network, 
demonstrating: 

Designated holding areas and conveyance routes based on no flooding on site for a 1 in 30 year 
plus climate change rainfall event 

Designated holding areas and conveyance routes based on no flooding on site for a 1 in 100 year 
plus climate change rainfall event 

An accompanying labelled drainage layout plan showing the pipe networks, basin and. any pipe 
node numbers referred to within the drainage calculations. 

- Observing the Drainage Layout drawing, it is not clear where the proposed permeable paving or 
swales are located. The applicant must revise this drawing and clearly demonstrate where all 
source-control & blue/green SuDS features are located.  

 - In section 5.54 of the FRA (Part 1) that the applicant has stated permeable paving, swales and 
the infiltration will provide sufficient mitigation of pollution hazards. The applicant must provide 
revised simple index method calculations to reflect the proposed drainage strategy and 
demonstrate there is a minimum two-stage treatment train prior to mitigate pollution risk to 
groundwater in line with Standard 4. 

Calculations that demonstrate the sizing of the basin, permeable paving and swales in addition 
to cross section drawings of the swales and permeable paving.  

The applicant must confirm the freeboard above the basin 1 in 100+climate change event top 
water level 



 

Drainage (3) - To demonstrate adherence to Standard 3 of the NSS, the applicant must provide 
an overland exceedance route drawings outlining flows in excess of the 1 in 100 year plus 
climate change (40%) rainfall event. It is noted in section 5.41 of the FRA (Part 1) the applicant 
states flow will run along the highway and into landscaped areas. The submitted drawings must 
show flow routes along the highway, rear gardens & landscaped areas to demonstrate flow will 
be safely managed without increasing flood risk elsewhere. 

  - To demonstrate adherence to Standard 3, table S3.1 of the NSS, the applicant must confirm a 
factor of 10 has been applied to the infiltration basin calculations as the site is reliant on 
infiltration to dispose of surface water. 

While it is noted in section 5.55-5.60 of the FRA (Part 1) that the applicant has provided a high-
level maintenance regime, the applicant must provide a detailed maintenance strategy outlining 
the frequency of each activity undertaken, and who is responsible for completing each activity. 

Evidence that the finished floor levels above the maximum predicted 100-year flood level or if no 
flooding is predicted, at a sufficient height above the SW drainage cover levels. 

 

In addition, we received the following comments in relation to Landscaping on 18/09/2026 

The trees in Public open spaces need to be specified as 14-16cm girth extra heavy standards as 
a minimum (other than the community orchard trees as fruit trees cannot be easily sourced to 
this size) in order to comply with the Wiltshire design Guide and reduce the potential for 
vandalism. 

• P.1464.21 L05-L09 Planting Plan Rev C 
• P.1464.21 L01-L04 Landscape Layout Rev C 

The planting plan has been updated to reflect the above request, and the landscape layout plan 

has been revised to incorporate the highway amendments shown on PURT-26-04-02 Rev A - A0 

Overall Planning Layout (1:500) dated 17/09/2026. This updated information was 

subsequently submitted to the Local Planning Authority (LPA) on 18/09/2026. 

 

 

 


