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CONSTRUCTION
WARNING

IMPORTANT NOTE: CAUTION

ALL INFORMATION SHOWN ON THIS DRAWING FOR UNDERGROUND
SERVICES/STATUTORY UNDERTAKERS' PLANT IS APPROXIMATE AND
IS PROVIDED FOR THE CONTRACTOR'S INFORMATION ONLY .

IT SHOULD NOT BE RELIED ON FOR EXCAVATION OR ANY OTHER
WORKS PURPOSES AND CONTRACTORS MUST SATISFY THEMSELVES
OF THEIR LOCATIONS PRIOR TO THE COMMENCEMENT OF WORKS.
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GENERAL NOTES:

1.This drawing is to be read in conjunction with all
relevant Architect's, Engineer's, Specialist
Sub-Contractor's drawings and the specification.

2. All setting out to be in accordance with the Architect's
drawings and any discrepancies between the Engineer's
and Architect's drawings to be referred to the Architect
before proceeding. Drawings should not be scaled for
construction and fabrication purposes.

3. All work is to comply with current requirements of the
Building Regulations & allied legislation whether referred
to or not.

4. All materials should be used in compliance with the
appropriate manufacturers recommendations.

5. The Contractor & Sub-Contractors must ensure that
they have the latest issued drawings and details before
commencing the relevant work.

6. Main Contractor to provide and fit suitable bracing and
propping for all elements in the temporary condition
during the construction stage, such as to ensure
structural stability at all times.

7. In case of any discrepancies between drawings or a
lack of dimensions required AWA should be contacted
before work proceeds.

8. All dimensions indicated are in millimetres and all
levels are in metres (Unless noted otherwise).

9. Electronic drawing information (2D or 3D) is for
information only. Whilst it may be used for expediency
during the design process it shall be deemed to be
unchecked even where check boxes show it as checked.
Electronic drawing information does not form part of the
contract drawings or documentation set. PDF drawing
information always takes precedence. Electronic drawing
or PDF drawing information should not be scaled: only
written dimensions should be used. Electronic drawing &
PDF files may contain third party information and whilst
every reasonable effort is made to avoid errors AWA do
not accept any liability for errors in third party
information. AWA do not accept liability for setting out.
All setting out must be confirmed with the architect and
correct setting out is the contractor’s responsibility

10. Standard car parking bays to be size - 4.8m x 2.4m.

11. Disabled car parking bays to be size - 4.8m x 2.4m,
surrounded by a 1.2m strip.

12. Thermoplastic road marking material or paint in
accordance with BS EN 1871.

DO NOT SCALE THIS DRAWING IF IN ANY DOUBT ASK

LEGEND

Car park white lining - hot-applied thermoplastic to
BS EN 1871
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kerb delineation
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HB2 125mm upstand 125 x 255 PC Half battered kerb
BN3 25mm upstand 125 x 255 PC bull nosed kerb

™ PC transition kerb
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